From arc5 at ix.netcom.com Mon Mar 2 21:38:53 2015 

From: arc5 at ix.netcom.com (David Stinson) 

Date: Mon, 2 Mar 2015 20:38:53 -0600 

Subject: [BoatAnchors] Wanted: MAB / DAV Vibrator Supply CRF-20221 
Message-ID: <1E1E4B029169472484A6E9D6C10B9436@DaddyPC> 


Wanted: 
CRF-20221A 6V vibrator PS for MAB or DAV sets. 


73 Dave AB5S 


From n7xrk at cox.net Tue Mar 3 19:30:24 2015 
From: n7xrk at cox.net (Dave Hollander) 

Date: Tue, 03 Mar 2015 17:30:24 -0700 

Subject: [BoatAnchors] Unusual BC-221 
Message-ID: <54F65220.50605@cox.net> 


This unusual BC-221 followed me home from a hamfest a few years ago. 


guy practically begged me to take it. 


I just got it out of storage a few days ago. 


The 


I have never seen one like this and don't find any model numbers on it. 


I did have it on the bench and it works. 
Attached are some pictures. 


http: //n7xrk.com/radiostuf££9/bc221unusual. jpg 
http: //n7xrk.com/radiostuf£9/bc221unusual2. jpg 
http: //n7xrk.com/radiostuf£9/bc221unusual3. jpg 
http: //n7xrk.com/radiostuf£9/bc221unusual4. jpg 
http: //n7xrk.com/radiostuf£9/bc221unusual6. jpg 
http: //n7xrk.com/radiostuf£9/bc221unusual7. jpg 


Anyone seen one like this? Comments? 
Tnx and 73, 
Dave N7RK 


KKK IA I IAK I KIA II KIKI III IKI IKI III IKI KI IIIA KIA IK. 
Dave N7RK Boatanchors Home Page: http://n7rk.com 


Phoenix, Arizona *xDXCC Honor Rollx *xWAZ#22 - 75 Meter SSBx 
ex-XE2/N7RK, N7RK/ZB2, VK2ERK, ZMOAIJN, WB6NRK, WN6IWX 


Boatanchor and Antique Radio Collector 


From wa5jci at flash.net Tue Mar 3 20:07:49 2015 

From: wa5jci at flash.net (wad5jci at flash.net) 

Date: Tue, 03 Mar 2015 19:07:49 -0600 

Subject: [BoatAnchors] [Boatanchors] Unusual BC-221 
In-Reply-To: <54F65220.50605@cox.net> 

References: <54F65220.50605@cox.net> 

Message-ID: <614920.24725.bm@smtp111.sbc.mail.ne1.yahoo.com> 


At 06:30 PM 3/3/2015, Dave Hollander wrote: 

>This unusual BC-221 followed me home from a hamfest a few years ago. 
>The guy practically begged me to take it. 

> 

>I just got it out of storage a few days ago. 

> 

>I have never seen one like this and don't find any model numbers on it. 
> 

>I did have it on the bench and it works. 


Interesting, it could be one adapted for a government lab or maybe a 
manufacturer of military radio gear? 


de Pete WA5IJCI 


From arc5 at ix.netcom.com Tue Mar 3 20:21:06 2015 
From: arc5 at ix.netcom.com (David Stinson) 

Date: Tue, 3 Mar 2015 19:21:06 -0600 

Subject: [BoatAnchors] [Milsurplus] Unusual BC-221 
In-Reply-To: <54F65220.50605@cox.net> 

References: <54F65220.50605@cox.net> 

Message-ID: <A5DAQ32D8A2E481ABA3088A8DE604ECO@DaddyPC> 


Whoever did it, it's lovely work and still quite useful. 
I have an LM on my bench that I uses regularly. 


From n7xrk at cox.net Tue Mar 3 20:44:21 2015 


From: n7xk at cox.net (Dave Hollander) 

Date: Tue, 03 Mar 2015 18:44:21 -0700 

Subject: [BoatAnchors] [Milsurplus] Unusual BC-221 
In-Reply-To: <zDPm1p00103BXh301DPpMn> 

References: <54F65220.50605@cox.net> <zDPm1p00103BXh301DPpMn> 
Message-ID: <54F66375.1000403@cox.net> 


Hi Dave - this is not some homebrew unit. 

This is obviously a commercial unit. 

Dave N7RK 

From n7xrk at cox.net Tue Mar 3 23:41:49 2015 

From: n7rk at cox.net (Dave Hollander) 

Date: Tue, 03 Mar 2015 21:41:49 -0700 

Subject: [BoatAnchors] [Boatanchors] Unusual BC-221 

In-Reply-To: <zCoq1lp00MOmt35c01CorCP> 

References: <zCoq1p00MOmt35c01CorCP> 

Message-ID: <54F68DO0D.3020407@cox.net> 

Pulled the calibration book as several suggested. 

No clue as to the manufacturer. 

The model is an LM-8 

It's identified as a "Hetrodyne RF Meter and Crystal Calibrator Equipment" 
The serial number is 13. 

The rest of the book looks like any other book with a similar unit. 
It's not for sale. 


Tnx and 73, 


Dave N7RK 


From k7sz at live.com Wed Mar 4 00:57:23 2015 

From: k7sz at live.com (Rich Arland) 

Date: Wed, 4 Mar 2015 00:57:23 -0500 

Subject: [BoatAnchors] Pre-B'Ham Fest Sale 

Message-ID: <BLU172-W3247BAC67746B9F8D0778AF61E0@phx. gb1> 


I have the following for sale immediately. 


Collins 

75-A2 HF receiver. Working condition. Manuals. All bands receive 
Signals at least down to .5mV. This unit came from the W2ABC club 
station in NYC. It will require alignment. $350 (The one recently sold 
on e-bay which was un-restored, for over $400 and buying mine you won't 
have to pay for shipping!!!) 

National 

NC-300 HF receiver. Working condition. Manuals. Will require alignment. 
This an excellent AM receiver. If you ever wanted to put an AM station 
on the air here is your chance to own one of the best ever made! $250 


EF 

Johnson Challenger HF CW/AM transmitter. This is one of the classic 
transmitters of the 1950s-early 60s. Untested. Looks complete with all 
tubes in place. Has manual. $100 


Sideband 

Engineering SB-34 2LA linear amplifier that matches the SBE-34 series 
of transceivers. This unit uses six sweep tubes for about 1KW PEP output 
with 30-50W of drive. Built in AC PSU. Manual. $200 


Sideband Engineering Code Adaptor for the SBE-33/34 transceivers. This accessory 
allows the transmission of CW on these sideband only rigs. This is the first one 
I've seen in the 51 years I've been a ham radio operator!! Not a clue as to how to 
price this item. Therefore, if you are interested please e-mail me off list and 
we'll discuss. 


RL 

Drake TR-4 HF transceiver with matching speaker and AC-3 PSU. 
Excellent shape. Fully functional with about 280W output. Spare parts 
and re-cap kit for the PSU. Manuals. $400 


RL 

Drake 2B HF receiver with 2BQ Q-mulitplier and speaker. Great shape. 
Covers 80-10M with several accessory xtal sockets to cover some of the 
SW bands. This is an excellent SSB/CW receiver and does a respectable 

job on AM. Circa 1960. Manuals plus mod info for 160M. This has been my 
personal receiver for over 10 years. I hate the idea of selling it but She Who 
Must Be Obeyed 

has decreed that I must down size the shack (by down size she means to 
something resembling the physical form factor of a K3). $250 


All 


of these are going to the Birmingham Fest on Friday mid-day. Anything 
left over will hit e-bay after my return. If you are interested drop me 
an e-mail directly to me at: k7sz at live dot com. Don't wait until I 
have the truck loaded and then try and strike a deal, ‘cuz that ain't 
happnin' !! OBTW: All prices are firm. 


Rich Arland 
K7SZ 


From wlfuqu00 at uky.edu Wed Mar 4 02:35:49 2015 

From: wlfuqu00 at uky.edu (Fuqua, Bill L) 

Date: Wed, 4 Mar 2015 07:35:49 +0000 

Subject: [BoatAnchors] [ARC5] Unusual BC-221 

In-Reply-To: <54F65220.50605@cox.net> 

References: <54F65220.50605@cox.net> 

Message-ID: <B7E8B5B4A202074084E2515A7B10A7F34AEE9BE3@ex10mb02.ad.uky.edu> 


Now, I have a question. There is an experiment I always wanted to try if I ever 
found a still boxed Bc221 or LM. 
Is it still accurate? Can you check it WWV perhaps or a well calibrated crystal 
calibrator to see if it still agrees with the book? 
First, how close is the crystal calibrator before making any adjustments to it, 
and then after setting the crystal calibrator 
how closely does the book match. I had always been amazed by the precision of many 
instruments made during WWII. 
73 
Bill wa4lav 


From: ARC5 [arc5-bounces at mailman.qth.net] on behalf of Dave Hollander [n7rk at 
cox.net] 

Sent: Tuesday, March 03, 2015 7:30 PM 

To: milsurplus at mailman.qth.net; BOATANCHORS; Boatanchors at puck.nether.net; 
Old Tube Radios; ARC5 at mailman.qth.net 

Subject: [ARC5] Unusual BC-221 


This unusual BC-221 followed me home from a hamfest a few years ago. The 
guy practically begged me to take it. 


I just got it out of storage a few days ago. 
I have never seen one like this and don't find any model numbers on it. 
I did have it on the bench and it works. 


Attached are some pictures. 


http: //n7xrk.com/radiostuf££9/bc221unusual. jpg 

http: //n7xrk.com/radiostuf£9/bc221unusual2. jpg 
http: //n7xrk.com/radiostuf£9/bc221unusual3. jpg 
http: //n7xrk.com/radiostuf£9/bc221unusual4. jpg 
http: //n7xrk.com/radiostuf£9/bc221unusual6. jpg 
http: //n7xrk.com/radiostuf£9/bc221unusual7. jpg 


Anyone seen one like this? Comments? 
Tnx and 73, 


Dave N7RK 


KKK KKK KKK KKK KK KKK KKK KKK KKK KKK KKK KKK KKK KKK KAKA KAKA KKK 
Dave N7RK Boatanchors Home Page: http://n7rk.com 
Phoenix, Arizona *DXCC Honor Rollx *WAZ#H#22 - 75 Meter SSBx 


ex-XE2/N7RK, N7RK/ZB2, VK2ERK, ZMOAIJN, WB6NRK, WN6IWX 


Boatanchor and Antique Radio Collector 


ARC5 mailing list 

Home: http://mailman.qth.net/mailman/listinfo/arc5 
Help: http://mailman.qth.net/mmfaq.htm 

Post: mailto:ARC5 at mailman.qth.net 


This list hosted by: http://www.qsl.net 
Please help support this email list: http://www.qsl.net/donate.html 


From 1oldlens1 at ix.netcom.com Wed Mar 4 12:29:04 2015 

From: 1oldlens1 at ix.netcom.com (Richard Knoppow) 

Date: Wed, 04 Mar 2015 09:29:04 -0800 

Subject: [BoatAnchors] [ARC5] Unusual BC-221 

In-Reply-To: <B7E8B5B4A202074084E2515A7B10A7F34AEE9BE3@ex10mb02.ad.uky.edu> 
References: <54F65220.50605@cox.net> 
<B7E8B5B4A202074084E2515A7B10A7F34AEE9BE3@ex10mb02.ad.uky.edu> 

Message-ID: <54F740E0.3010904@ix.netcom. com> 


On 3/3/2015 11:35 PM, Fuqua, Bill L via BoatAnchors wrote: 
> Now, I have a question. There is an experiment I always wanted to try if I 


ever found a still boxed Bc221 or LM. 
> Is it still accurate? Can you check it WWV perhaps or a well calibrated crystal 
calibrator to see if it still agrees with the book? 
> First, how close is the crystal calibrator before making any adjustments to it, 
and then after setting the crystal calibrator 
> how closely does the book match. I had always been amazed by the precision of 
many instruments made during WWII. 
> 73 
> Bill wa4lav 
If I read this right my BC-221AK has an internal adjustment 
trimmer for the crystal frequency. It can be brought exactly zero beat 
with WWV. However, there is no way of asjusting it with the chassis 
out of the wooden case so the increased temperature tends to cause a 
small error. I could drill a hole in the case but don't want to. I 
have checked the output with a counter at a few chart settings and found 
it quite accurate. Mine has a volume control and the original 
headphones are in the case compartment for them. 


Richard Knoppow 
1oldlens1 at ix.netcom.com 
WB6KBL 


From dave at horsfall.org Wed Mar 4 12:37:44 2015 

From: dave at horsfall.org (Dave Horsfall) 

Date: Thu, 5 Mar 2015 04:37:44 +1100 (EST) 

Subject: [BoatAnchors] [ARC5] Unusual BC-221 

In-Reply-To: <54F740E0.3010904@ix.netcom. com> 

References: <54F65220.50605@cox.net> 
<B7E8B5B4A202074084E2515A7B10A7F34AEE9BE3@ex10mb02.ad.uky.edu> 
<54F740E0.3010904@ix.netcom. com> 

Message-ID: <alpine.BSF.2.11.1503050434590.872@aneurin.horsfall.org> 


On Wed, 4 Mar 2015, Richard Knoppow via BoatAnchors wrote: 


If I read this right my BC-221AK has an internal adjustment trimmer for 
the crystal frequency. It can be brought exactly zero beat with WWV. 
However, there is no way of asjusting it with the chassis out of the 
wooden case so the increased temperature tends to cause a small error. 
I could drill a hole in the case but don't want to. I have checked the 
output with a counter at a few chart settings and found it quite 
accurate. Mine has a volume control and the original headphones are in 
the case compartment for them. 


VV VV VV VV 


Don't you mean "no way of adjusting it with the chassis xinx the wooden 
case"? 


Anyway, perhaps you could try beating slightly off-frequency, with a bit 
of trial and error? 


Dave Horsfall DTM (VK2KFU) "Bliss is a MacBook with a FreeBSD server." 
http: //www.horsfall.org/spam.html (and check the home page whilst you're there) 


From arc5 at ix.netcom.com Wed Mar 4 21:00:34 2015 
From: arc5 at ix.netcom.com (David Stinson) 

Date: Wed, 4 Mar 2015 20:00:34 -0600 

Subject: [BoatAnchors] Los Alamos: Craigs List BA Estate. 
Message-ID: <6D1AF9B1AD5B49A0A8E6E4ED11C6B58D@DaddyPC> 


Anyone near Los Alamos might want to check this out: 
http: //albuquerque.craigslist.org/ele/4914776842.htm1 


Not mine, etc. 


From radios at sbcglobal.net Wed Mar 4 19:42:11 2015 

From: radios at sbcglobal.net (Lenox Carruth) 

Date: Wed, 4 Mar 2015 18:42:11 -0600 

Subject: [BoatAnchors] Bendix Radios 

In-Reply-To: <20120326141930.12495sqars5dvygy@webmail .hiwaay.net> 
References: <20120326141930.12495sqarsSdvygy@webmail.hiwaay.net> 
Message-ID: <0@5dd01d056dd$37fec8£0$a7fc5ad0$@net> 


After looking through the 1941 Bendix aircraft radio catalog, I am now 
wondering in what aircraft the TA-12 Transmitter was used and with which 
receiver was it used? 


Anyone have any ideas? 


Lenox 
WA50VG 


From dean.gagnon at juno.com Fri Mar 6 13:39:23 2015 

From: dean.gagnon at juno.com (dean.gagnon at juno.com) 
Date: Fri, 6 Mar 2015 18:39:23 GMT 

Subject: [BoatAnchors] Sprague network 

Message-ID: <20150306.133923 .30475.Q@webmail02.vgs.untd.com> 


Purchased a 100KC calibrator recently which is built around a Sprague 38981-1 
network (7 lead). Does anyone have access to the effective network circuit? 


Dean / KK1K 

Old School Yearbook Pics t—(<‘ C;;*‘(C ‘ ‘;O*<‘<; Ow 

View Class Yearbooks Online Free. Search by School & Year. Look Now! 
http: //thirdpartyoffers.juno.com/TGL3131/54£9f4ad88af874ad7dd4stO2vuc 


From CBRENNER at uwec.edu Mon Mar 9 08:55:17 2015 

From: CBRENNER at uwec.edu (Brenner, Charles J.) 

Date: Mon, 9 Mar 2015 12:55:17 +0000 

Subject: [BoatAnchors] Electrolytic Source 

Message-ID: <3B2C101E19CBC240B031AA79D40D2BED6919FE77@EX2010-MBX1.uwec.edu> 


I am restoring a friends Hallicrafters S38-B. Can anybody suggest a source for 
the 60-40-40 150V electrolytic that is used in that radio? Thanks for your help. 


Chuck Brenner, WB9GIW 


From k4oah at mindspring.com Mon Mar 9 09:29:37 2015 

From: k4oah at mindspring.com (Garey Barrell) 

Date: Mon, 09 Mar 2015 09:29:37 -0400 

Subject: [BoatAnchors] Electrolytic Source 

In-Reply-To: <3B2C101E19CBC240B031AA79D40D2BED6919FE77@EX2010-MBX1.uwec.edu> 
References: <3B2C101E19CBC240B031AA79D40D2BED6919FE77@EX2010-MBX1.uwec.edu> 
Message-ID: <54FDA041.7040204@mindspring.com> 


Chuck - 
<hayseedhamfest.com> has a recap ‘kit' or just the filter cap. 


73, Garey - K40AH 
Glen Allen, VA 


Drake 2-B, 2-C/2-NT, 4-A, 4-B, C-Line 
and TR-4/C Service Supplement CDs 
<www.k4oah.com> 


Brenner, Charles J. via BoatAnchors wrote: 
> I am restoring a friends Hallicrafters S38-B. Can anybody suggest a source for 


the 60-40-40 150V electrolytic that is used in that radio? Thanks for your help. 


> 
> Chuck Brenner, WB9IGIW 
> 


From gumbear at pacbell.net Mon Mar 9 12:04:31 2015 

From: gumbear at pacbell.net (Arden Allen) 

Date: Mon, 9 Mar 2015 09:04:31 -0700 

Subject: [BoatAnchors] Electrolytic Source 

In-Reply-To: <54FDA041.7040204@mindspring. com> 

References: <3B2C101E19CBC240B031AA79D40D2BED6919FE77@EX2010-MBX1.uwec.edu> 
<54FDA041.7040204@mindspring.com> 

Message-ID: <9213A7A033684B99B39DC6F9667E614D@KB6NAX> 


S Give eatsan <hayseedhamfest.com> has a recap ‘kit' or just the filter cap. 


The impressive Hayseed industrial works. Great tongue in cheek to start my 
day off right :-) 


Arden Allen 
KB6NAX 


He who is cruel to animals becomes 
hard also in his dealings with men. 
We can judge the heart of a man by 
his treatment of animals. 

?Immanuel Kant 


From arc5 at ix.netcom.com Fri Mar 13 09:31:07 2015 
From: arc5 at ix.netcom.com (David Stinson) 

Date: Fri, 13 Mar 2015 08:31:07 -0500 

Subject: [BoatAnchors] Estate Sales 

Message-ID: <Q5ADCB1938C64D909132CCC264FF7B56@DaddyPC> 


I do not know these sellers or vouch for them. 
FYI only. 


Lexington KY 
http: //lexington.craigslist.org/ele/4928422897 . html 


Madison, WI 
http: //madison.craigslist.org/ele/4928482184. html 


Milwaukee, WI 
http: //milwaukee.craigslist.org/ele/4927913623.html 


Minneapolis, Minn 
http: //minneapolis.craigslist.org/ank/ele/4927999589. html 


Dayton, OH 
http: //dayton.craigslist.org/ele/4929274825. html 


Grand Rapids, MI 
http: //grandrapids.craigslist.org/ele/4926897356.htm1 


Annapolis, Maryland 
http: //annapolis.craigslist.org/ele/4929531079. html 


Freehold, NJ. 
http://cnj.craigslist.org/gms/4929862110.htm1 


Belfair, WA 
http: //seattle.craigslist.org/kit/ele/4928104897.htm1 
http: //seattle.craigslist.org/kit/ele/4928024894.htm1 


From wa9jml at frontier.com Fri Mar 13 21:03:27 2015 

From: wa9jml at frontier.com (Steve Berg) 

Date: Fri, 13 Mar 2015 20:03:27 -0500 

Subject: [BoatAnchors] Need Tips on Water Damage 

In-Reply-To: <54FDA041.7040204@mindspring. com> 

References: <3B2C101E19CBC240B031AA79D40D2BED6919FE77@EX2010-MBX1.uwec.edu> 
<54FDA041.7040204@mindspring. com> 

Message-ID: <550388DF.1090500@frontier. com> 


My dishwasher sprung a major leak this week, and the water ran 
downstairs through the subflooring, all over my Gonset G-76, the 
GSB-100 exciter, and my Clegg 66er. I am not sure if there was 
detergent present, but the rigs did get wet, inside. 


Does anyone have any suggestions on how to clean them? I have started 
taking them out of their cabinets and drying them out. They have some 
dust on them from sitting, too. 


Help? 


Steve WA9JML 


From wally.gibbons at gmail.com Fri Mar 13 22:23:20 2015 

From: wally.gibbons at gmail.com (Wally Gibbons) 

Date: Fri, 13 Mar 2015 20:23:20 -0600 

Subject: [BoatAnchors] Tube tester help request 

Message-ID: <CA+NFokS21kcL796BY3_¢7u4CMa6rz9axXx+qkewSiFpy9v6nVA@mail. gmail.com> 


Greetings, 

I went to use my TV7 tube tester last night to test some 12AU7's. It's got 
a problem I've never seen before. All seemed well during setup until the 
short test. The first tube showed a short on positions 1, 2, 3, and 4. Hmm. 
Bad tube. Tried another. Same result. Pulled the tube with the short 
indicator lit. Found that with no tube, showed shorts on the same 4 
positions. For the heck of it I pushed the Mut. Cond. button. Meter pins, 
and the fuse lamp gets real bright! 


A little research in the manual on line shows that those 4 positions mean 
plate/filament short. One more tidbit. If I turn the filament switch to 
off, then the short light does not light. Looking at the schematic that 
seems like it should not light in the off position...since you break one 
side of the filament circuit. 


Seems obvious. I've developed a short in the tester itself. 


What I'm asking is if this is "common". I can probably figure it out in 
time, but I'm hopeful someone with one of these fine tube testers will say 
YES, replace this, or look here for the short circuit. I'm hoping for a 
time savings here. 


This tester has been perfect up till this, one that I've always depended on. 
Any clues? 
Thanks. 


Wally Gibbons, AF7FH 
North Logan 


From kilky68 at gmail.com Fri Mar 13 23:46:42 2015 

From: kilky68 at gmail.com (Roy Morgan) 

Date: Fri, 13 Mar 2015 23:46:42 -0400 

Subject: [BoatAnchors] Tube tester help request 

In-Reply-To: <CA+NFokS21kcL796BY3_g7uU4CMa6rz9axXx+qkewSiFpy9v6nVAG@mail . gmail.com> 
References: <CA+NFokS21kcL796BY3_g7u4CMa6rz9axXx+qkewSiFpy9v6nVA@mail . gmail.com> 
Message-ID: <12F6776F-E9C6-4111-BF3E-0D1D4F882D2E@gmail .com> 


On Mar 13, 2015, at 10:23 PM, Wally Gibbons via BoatAnchors <boatanchors at 
theporch.com> wrote: 


> Greetings, 
> Seems obvious. I've developed a short in the tester itself. 


Wally, 


My TV-7 will blow its fuse if I put it into the case upside down - that is top of 
panel where the bottom of the panel should be. The reason is that the bottom of 
the case is sort of bent in from hard handling and parts of the circuit short out 
against the inside of the case. 


Yes, I do plan to bend the bottom of the case back out to flat, and put in a layer 
of insulating material like thin un-clad PC board. 


I suggest you take it out of the case and see if the trouble persists. If it 
does, then you at least have the thing apart so you can search for shorts. The 
wiring among the tube sockets is kind of a rats nest. That is where a short may 
have developed. 


In the meantime, stock up on spare fuse lamps. 
Roy 


Roy Morgan 
kilky68 at gmail.com 
KILKY Since 1958 


From 1oldlens1 at ix.netcom.com Sat Mar 14 00:39:02 2015 

From: 1toldlens1 at ix.netcom.com (Richard Knoppow) 

Date: Fri, 13 Mar 2015 21:39:02 -0700 

Subject: [BoatAnchors] Need Tips on Water Damage 

In-Reply-To: <550388DF.1090500@frontier.com> 

References: <3B2C101E19CBC240B031AA79D40D2BED6919FE77@EX2010-MBX1.uwec.edu> 
<54FDA041.7040204@mindspring.com> <550388DF .1090500@frontier.com> 
Message-ID: <5503BB66.3030901@ix.netcom.com> 


Inspect them carefully to see what damage has been done. Even if 
there was no detergent in the machine the water will have picked up all 
sorts of stuff running through the structure of the house. Often mold or 
mildew will start. Its usually safe to wash electronic equipment 
provided you remove parts like meters that can be water damaged, At 
Hewlett-Packard back in the sixties and seventies we used a spray paint 


gun filled with a solution of liquid dishwashing detergent and warm 
water to wash out the equipment coming in for repair. After removing 
the water sensitive parts we blew out any loose dust with compressed 
air. Then rinsed the unit thoroughly with warm water from a garden 
hose. Then it was washed out with the spray gun with the aid of a 
brush if necessary. The rinsed with warm water again and then as much 
moisture as possible blown out with compressed air. Then the units were 
baked for a minimum of 48 hours at about 130F in an electric oven. 

Since most of us don't have an oven some sort of makeshift has to do. A 
couple of layers of cardboard with some holes for ventilation will work 
as an enclosure with some incandescent lamps inside to heat it. An oven 
or meat thermometer will usually go to low enough temperature to get it 
at the right range. Longer drying is recommended, I liked to bake 
stuff out for four or five days. 


On 3/13/2015 6:03 PM, Steve Berg via BoatAnchors wrote: 

My dishwasher sprung a major leak this week, and the water ran 
downstairs through the subflooring, all over my Gonset G-76, the 
GSB-100 exciter, and my Clegg 66er. I am not sure if there was 
detergent present, but the rigs did get wet, inside. 

Does anyone have any suggestions on how to clean them? I have started 
taking them out of their cabinets and drying them out. They have some 
dust on them from sitting, too. 


Help? 


Steve WA9JML 


VV VV VV VV VV VV VV 


Richard Knoppow 
Joldlens1 at ix.netcom.com 
WB6KBL 


From spr at earthlink.net Sat Mar 14 02:29:58 2015 

From: spr at earthlink.net (Scott Robinson) 

Date: Fri, 13 Mar 2015 23:29:58 -0700 

Subject: [BoatAnchors] Need Tips on Water Damage 

In-Reply-To: <550388DF .1090500@frontier. com> 

References: <3B2C101E19CBC240B031AA79D40D2BED6919FE77@EX2010-MBX1.uwec.edu> 
<54FDA041.7040204@mindspring.com> <550388DF .1090500@frontier. com> 
Message-ID: <5503D566.3080408@earthlink.net> 


Distilled water rinse is what I'd sart with, then warm air drying. See 


if they work, and likely they will and you're good. 
/scott 
On 3/13/15 6:03 PM, Steve Berg via BoatAnchors wrote: 


My dishwasher sprung a major leak this week, and the water ran 
downstairs through the subflooring, all over my Gonset G-76, the 
GSB-100 exciter, and my Clegg 66er. I am not sure if there was 
detergent present, but the rigs did get wet, inside. 


Does anyone have any suggestions on how to clean them? I have started 
taking them out of their cabinets and drying them out. They have some 
dust on them from sitting, too. 


Help? 


Steve WA9JML 


BoatAnchors mailing list 
BoatAnchors at theporch.com 
https: //minime.theporch.com/mailman/listinfo/boatanchors 


VV VV VV VV VV VV VV VV VV OV 


From kd5byb at kd5byb.net Sat Mar 14 17:17:32 2015 
From: kd5byb at kd5byb.net (Ben Hall) 

Date: Sat, 14 Mar 2015 16:17:32 -0500 

Subject: [BoatAnchors] Another TCS receiver 
Message-ID: <5504A56C.1020805@kd5byb.net> 


Afternoon all, 


The nice Fedex lady brought me another TCS receiver this afternoon. If 
I remember past discussions correctly, it is one of the early ones that 
have the four pins rather than the handles. 


The front panel is also not drilled / tapped for a name plate and best I 
can tell, the case has no holes drilled for a name plate either. Its 
missing a 12SK7, has a little bit of corrosion here and there, and the 
bandswitch is really stiff, but other than that...in quite nice shape. 


Perhaps the neatest thing - the 12A6 tube is marked with the Collins 
logo! Can't say I've ever seen that before. 


thanks much and 73, 
ben, kd5byb 


From arc5 at ix.netcom.com Sun Mar 15 09:54:13 2015 
From: arc5 at ix.netcom.com (David Stinson) 

Date: Sun, 15 Mar 2015 08:54:13 -0500 

Subject: [BoatAnchors] Another TCS receiver 
In-Reply-To: <5504A56C ..1020805@kd5byb. net> 

References: <5504A56C.1020805@kd5byb.net> 

Message-ID: <FBFE91508962456391A66AE9E95ECO99@DaddyPC> 


Nice find, Ben. 
Let us know what you find when you "resurrect" her. 


vss Original Message ----- 

From: "Ben Hall via BoatAnchors" <boatanchors at theporch.com> 
To: "Old Tube Radios" <boatanchors at theporch.com> 

Sent: Saturday, March 14, 2015 4:17 PM 

Subject: [BoatAnchors] Another TCS receiver 


Afternoon all, 


The nice Fedex lady brought me another TCS receiver this 
afternoon. If I remember past discussions correctly, it is one 
of the early ones that have the four pins rather than the 
handles. 


The front panel is also not drilled / tapped for a name plate 
and best I can tell, the case has no holes drilled for a name 
plate either. Its missing a 12SK7, has a little bit of 
corrosion here and there, and the bandswitch is really stiff, 
but other than that...in quite nice shape. 


Perhaps the neatest thing - the 12A6 tube is marked with the 
Collins logo! Can't say I've ever seen that before. 


thanks much and 73, 

ben, kd5byb 

BoatAnchors mailing list = = | 
BoatAnchors at theporch.com 

https: //minime.theporch.com/mailman/listinfo/boatanchors 


VV VV VV VV VV VV VV VV VV VV VV 


From jgillespie at porchlight.ca Sun Mar 15 10:37:12 2015 
From: jgillespie at porchlight.ca (J Gillespie) 
Date: Sun, 15 Mar 2015 10:37:12 -0400 


Subject: [BoatAnchors] RBM-5 Receivers 
Message-ID: <CFOD71249FB7463AA694DE9AE1A822E1@xpuser716b2b38> 


Recently, I picked up a pair of RBM-5 receivers in excellent condition, they 
are like new inside. I have the high frequency unit working great, the low 
frequency unit has an internal short to hunt down later. My question is with the 
numberous oil filled sealed capacitor blocks. Tested, the caps are reasonably 
good and do not require immediate service. The internal oil has apparently 
degraded the rubber seals enough at the terminals, that liquid rubber is now 
beginning to drip. Is there a way to remove the oozing red rubber from the 
terminals and reseal the cap ? I have in the past removed these cap blocks, 
opened the cans and replaced the paper caps with polyethylene foils with good 
results. I don't recall seeing the rubber seals deterioated nearly as badly as 
these have. Any suggestions ? Thanks in advance..... John 


From arc5 at ix.netcom.com Sun Mar 15 11:06:44 2015 

From: arc5 at ix.netcom.com (David Stinson) 

Date: Sun, 15 Mar 2015 10:06:44 -0500 

Subject: [BoatAnchors] RBM-5 Receivers 

In-Reply-To: <CFOD71249FB7463AA694DE9AE1A822E1@xpuser716b2b38> 
References: <CFOD71249FB7463AA694DE9AE1A822E1@xpuser716b2b38> 
Message-ID: <2689FD5BADF24D249CCD8A5289353E22@DaddyPC> 


aonee Original Message ----- 
From: "J Gillespie via BoatAnchors" <boatanchors at theporch.com> 
Subject: [BoatAnchors] RBM-5 Receivers 


> Recently, I picked up a pair of RBM-5 receivers... 
> Is there a way to remove the oozing red rubber from 
> the terminals and reseal the cap? 


Though others will argue against, I think you should give it 
a try. If they test good and don't leak when left under voltage 
for a reasonable time, go for it. 
I have "recovered" caps in service without trouble 
that naysayers insisted would never fly. 
Remove as much of the rotten rubber as you can. 
Use some Ronson lighter fluid (Careful! Flammable) 
and guaze pads to clean the caps throughly to get a clean, 
dry surface. Go to the nearest Wally World shoe 

department and get a red tube of "Shoe Goo," the best 
all-purpose gloop in the solar system. 

Use that to reseal the ends of the caps. 

I'll bet coffee and donuts it works just fine. 


From arc5 at ix.netcom.com Sun Mar 15 13:34:39 2015 
From: arc5 at ix.netcom.com (David Stinson) 

Date: Sun, 15 Mar 2015 12:34:39 -0500 

Subject: [BoatAnchors] More Estates 

Message-ID: <8D5CCD4424194228AADBO99EFO0C15532@DaddyPC> 


Charlotte, NC 
http: //charlotte.craigslist.org/ele/4931092984. html 


Freehold, NJ. 
Look close and find the hidden Collins rig: 
http://cnj.craigslist.org/gms/4929862110.htm1 


Southington, Conn. 
http: //newhaven.craigslist.org/ele/4930969356. html 


Cupertino, CA (with CA price). 
http: //sfbay.craigslist.org/sby/ele/4931252142. html 
http: //sfbay.craigslist.org/sby/gms/4931292099. html 


Don't know them, etc. FYI only. 


From radios at sbcglobal.net Sun Mar 15 15:00:39 2015 
From: radios at sbcglobal.net (Lenox Carruth) 

Date: Sun, 15 Mar 2015 14:00:39 -0500 

Subject: [BoatAnchors] Submarine Cobia needs tube tester 
Message-ID: <025501d05f£52$54afd1b0$fe0f7510$@net> 


The World War II submarine Cobia, which has an operating World War II radar, 
is in need of a TV-7 Tube Tester as their old tester has died. Please let 
me know if you have one and would be willing to help out. 


Check it out at: 


http: //www.wisconsinmaritime.org/the-submarine-experience/uss-cobia/virtual- 


tour/ 


The Cobia's SJ-1 radar, is thought to be the oldest operational radar in the 
world, and the World War II radio shack has been returned to operational 
status. You can see the SJ radar in the pictures of the conning tower in 
the virtual tour. Click on the named areas in the submarine diagram to see 
pictures of that area. I have been on this sub and it is probably the best 
example of a World War II sub around. 


Lenox 
WA50VG 


radios at sbcglobal.net 


From navy.radio at gmail.com Mon Mar 16 10:46:58 2015 

From: navy.radio at gmail.com (Nick England) 

Date: Mon, 16 Mar 2015 10:46:58 -0400 

Subject: [BoatAnchors] Charlotte NC hamfest photos 

Message-ID: <CAB55hNf£U0H5m__=k8n6beYQBPa8j vQHQ7vQIR-UOQ89-hMCM+Q@mail. gmail.com> 
Charlotte NC hamfest photos 3/14/15 (Pi Day) 

Pretty good turnout of boatanchors and boatanchorites... 

http://www. virhistory.com/ham/clt-15.htm 


Cheers, 
Nick England K4NYW 
www.navy-radio.com 


From dave at horsfall.org Mon Mar 16 15:34:17 2015 
From: dave at horsfall.org (Dave Horsfall) 

Date: Tue, 17 Mar 2015 06:34:17 +1100 (EST) 

Subject: [BoatAnchors] Fwd: Charlotte NC hamfest photos 


In-Reply-To: <CAJshPiGjdcpasOc4xX0C=SMoyYzssBh7V9VLaaDXJkB-kYq3fww@mail. gmail.com> 
References: <CAB55hN£UQH5m__=k8n6beYQBPa8j vQHQ7vQIR-U0Q89-hMCM+Q@mail. gmail.com> 


<CAJshPiGjdcpasOc4X0C=SMoyYzssBh7V9VLaaDXJkB-kYq3fww@mail. gmail.com> 
Message-ID: <alpine.BSF.2.11.1503170631200.1038@aneurin.horsfall.org> 


> Charlotte NC hamfest photos 3/14/15 (Pi Day) 


Mathematically speaking, it would be (with US dates) 3/14/16, because of 
rounding :-) 


> Pretty good turnout of boatanchors and boatanchorites... 
> http://www. virhistory.com/ham/clt-15.htm 


Beautiful! 


Dave Horsfall DTM (VK2KFU) "Bliss is a MacBook with a FreeBSD server." 
http: //www.horsfall.org/spam.html (and check the home page whilst you're there) 


From w7qho at aol.com Tue Mar 17 19:01:43 2015 

From: w7qho at aol.com (mac) 

Date: Tue, 17 Mar 2015 16:01:43 -0700 

Subject: [BoatAnchors] ARN-5 

Message-ID: <8E2109CC-DC3A-45EE-9617-EF61442DA26C@aol . com> 


Cleaning up and out. Came across an MT-28/ARN-5. Good condx. 
Anybody interested? 


Dennis D. W7QHO 
Glendale, CA 


From whitebear1122 at comcast.net Tue Mar 17 22:49:59 2015 

From: whitebear1122 at comcast.net (Whitebear1122) 

Date: Tue, 17 Mar 2015 21:49:59 -0500 

Subject: [BoatAnchors] Looking to Buy 3 IF Transformer Adapter Plates 
Message-ID: <7952D92A-7EQF-4CBD-AA38-4C16802B05A6@comcast.net> 


Greetings from Minnesota. I'm looking to buy four of those IF transformer adapter 
plates where a modern 1960's small IF transformer was attached to the metal 
adapter via the transformer housing clip, and then the adapter is mounted in an 
octal tube sized chassis hole. I have a picture of it that I can send. Thanks, 
73, Scott WAQIWFA 


From spr at earthlink.net Tue Mar 17 23:18:56 2015 

From: spr at earthlink.net (Scott Robinson) 

Date: Tue, 17 Mar 2015 20:18:56 -0700 

Subject: [BoatAnchors] Looking to Buy 3 IF Transformer Adapter Plates 
In-Reply-To: <7952D92A-7EQF-4CBD-AA38-4C16802BO05A6@comcast.net> 
References: <7952D92A-7E0F -4CBD-AA38-4C16802B05A6@comcast.net> 
Message-ID: <5508EEA0.80806@earthlink.net> 


Hi WHitebear, 


Check those K-Trans carefully before you install them. The internal 
resonating caps are made of silver coated on a piece of mica that is 
common to both windings. Two things happen: 


1) The silver whiskers, causing high (but not high enough read on...) 
resistance paths to form between secondary (250V) and primary (AVC 
voltage, megohm resistances to ground. Then you wonder how the heck the 
AVC got to be 8 volts positive. 


2) I recently salvaged some overcoupled AM if cans of this kind from a 
1950s Fisher AM/FM tuner. I wanted to test them before I took them out, 
and the AM IF just wouldn't align right. After I got them out, I found 
that they needed 390 pF across them to get the resonance to be at 455 
KHz...and no, they weren't the FM transformers. So, I guess the internal 
caps can go open, too. Fortunately, this is easy to fix. 


Peace, 


/scott 


On 3/17/15 7:49 PM, Whitebear1122 via BoatAnchors wrote: 

> Greetings from Minnesota. I'm looking to buy four of those IF transformer 
adapter plates where a modern 1960's small IF transformer was attached to the 
metal adapter via the transformer housing clip, and then the adapter is mounted in 
an octal tube sized chassis hole. I have a picture of it that I can send. 

Thanks, 73, Scott WASWFA 


From brianclarke01 at optusnet.com.au Wed Mar 18 03:12:24 2015 
From: brianclarke01 at optusnet.com.au (Brian) 

Date: Wed, 18 Mar 2015 18:12:24 +1100 

Subject: [BoatAnchors] [ARC5] ARN-5 

In-Reply-To: <5508DC6A.5070308@aafradio.org> 

References: <8E2109CC-DC3A-45EE-9617-EF61442DA26C@aol . com> 
<5508DC6A.5070308@aafradio.org> 


Message-ID: <77E4FC9B29AD410C815832F745C55784@BrianPC> 


Hello Dennis, 

I am interested in your MT-28 / ARN-5. 
What might it cost posted to Australia? 
73 de Brian, VK2GCE. 


On 3/17/2015 7:01 PM, mac via ARC5 wrote: 
Cleaning up and out. Came across an MT-28/ARN-5. Good condx. 


Anybody interested? 


Dennis D. W7QHO 
Glendale, CA 


From duvallddennis at gmail.com Tue Mar 17 19:09:27 2015 
From: duvallddennis at gmail.com (Dennis DuVall1) 

Date: Tue, 17 Mar 2015 16:09:27 -0700 

Subject: [BoatAnchors] [ARC5] ARN-5 (more) 

In-Reply-To: <8E2109CC -DC3A-45EE-9617 -EF61442DA26C@aol . com> 
References: <8E2109CC-DC3A-45EE-9617-EF61442DA26C@aol . com> 
Message-ID: <CCQ09C6D-815F -42FB -8883 -924401923762@gnail.com> 


Checking further, appears to go with the AM26/AIC interphone amp. 
DD 

kik 

On Mar 17, 2015, at 4:01 PM, mac via ARC5 wrote: 

Cleaning up and out. Came across an MT-28/ARN-5. Good condx. 
Anybody interested? 


Dennis D. W7QHO 
Glendale, CA 


ARC5 mailing list 

Home: http://mailman.gth.net/mailman/listinfo/arc5 
Help: http://mailman.qth.net/mmfaq.htm 

Post: mailto:ARC5 at mailman.qth.net 


VV VV VV VV VV VV VV 


> 
> This list hosted by: http://www.qsl.net 
> Please help support this email list: http://www.qsl.net/donate. html 


From duvallddennis at gmail.com Tue Mar 17 19:57:06 2015 
From: duvallddennis at gmail.com (Dennis DuVall1l) 

Date: Tue, 17 Mar 2015 16:57:06 -0700 

Subject: [BoatAnchors] Hallicrafters S Meter Available 
Message-ID: <97538281-B16B-40FA-AD1C-02668FDF562D@gnail.com> 


Three inch meter, metal case, sealed. Says "CARRIER INDICATOR" and 
"the hallicrafters inc." on the front. 

Scale up to S9 and then DB over S9. Red " 0" marker halfway up the 
"DB over S9" scale labeled "FM tune to zero" 


The pointer rests on the "FM tune to zero" marker. 
Appears to be NOS, no solder on the rear terminals. 
Somebody gotta be desperately looking for one of these..... 


Dennis D, W7QHO 
Glendale, CA 


From aaf-radio-1 at aafradio.org Tue Mar 17 22:01:14 2015 
From: aaf-radio-1 at aafradio.org (Mike Hanz) 

Date: Tue, 17 Mar 2015 22:01:14 -0400 

Subject: [BoatAnchors] [ARC5] ARN-5 

In-Reply-To: <8E2109CC -DC3A-45EE -9617 -EF61442DA26C@aol . com> 
References: <8E2109CC-DC3A-45EE-9617-EF61442DA26C@aol . com> 
Message-ID: <5508DC6A.5070308@aafradio.org> 


It also fits the AM-26/AIC-2 interphone amplifier that began replacing 
the RC-36 (BC-347) interphone amp in 1944. It sorta looks like a bare 
aluminum command receiver. 


On 3/17/2015 7:01 PM, mac via ARC5 wrote: 
Cleaning up and out. Came across an MT-28/ARN-5. Good condx. 


Anybody interested? 


Dennis D. W7QHO 


> 
> 
> 
> 
> 
> Glendale, CA 


From listown at nanniandjack.com Wed Mar 18 20:01:34 2015 
From: listown at nanniandjack.com (List Manager) 

Date: Wed, 18 Mar 2015 18:01:34 -0600 

Subject: [BoatAnchors] Posting Aliases and SPAM 

Message-ID: <38c£284f30e555a3f451aea05211f95d@nanniandjack. com> 


Gentle People of Fire Bottles- 


For some unknown and odd reason, several of you, of late, have posted to 
other lists (ARC5 and others) from email addresses not the same as your 
theporch.com BoatAnchor member address... I guess assuming that either 
the message will get through - IT WON'T! - or that the new kinder 
gentler Jack will OK it "just this once" - DON'T COUNT ON IT! 


All told, I deal with from 250-450 SPAM emails a DAY, and, because 
boatanchors is a member-only list, unrecognizable email addresses get 
dumped in the SPAM bucket, which I try to cull daily. Much of what is 
copied to BoatAnchors from these other lists is worthy of this list, but 
*xIF*x you are going to post to other lists with different email 
addresses, how's about you do yourselves AND ME a huge favor and give me 
a heads up so I can set up a posting alias for you, so your juicy email 
doesn't just go down the drain with the SPAM? 


I am going to dig out and approve three in today's net, but no more 
PLEASE! 


And, I don't really want to "out" anyone, but if your name is Michael or 
Dennis or David or ..., do please let me know. Thanks, 

Jack Hill, W4KH - BoatAnchors Listowner/Archiver 

listown at nanniandjack.com 

"Plus ca change, plus c'est la meme chose" 

"Il n'y a que les idiots qui ne changent jamais d'idee" 


From arc5 at ix.netcom.com Wed Mar 18 23:24:28 2015 
From: arc5 at ix.netcom.com (David Stinson) 

Date: Wed, 18 Mar 2015 22:24:28 -0500 

Subject: [BoatAnchors] 3-18 Estate Sales 

Message-ID: <7029BD4D6DB14172B7B78E7202BCOCD4@DaddyPC> 


Washington, D.C. (Bring your own air freshener in case the wind 
comes from Congress): 
http: //washingtondc.craigslist.org/nva/gms/4935835447 . html 


Boston: 
http: //boston.craigslist.org/bmw/ele/4937468928.htm1 


Branson, MO: 
http: //springfield.craigslist.org/ele/4937054358. html 


Seattle Hallicrafters stuff: 
http: //seattle.craigslist.org/tac/ele/4937067127.htm1 


From arc5 at ix.netcom.com Thu Mar 19 13:36:09 2015 
From: arc5 at ix.netcom.com (David Stinson) 

Date: Thu, 19 Mar 2015 12:36:09 -0500 

Subject: [BoatAnchors] Hallicrafters SX-96 Kuuuh-Nobbs 
Message-ID: <2529DB49C759415F82BBF858D66EC286@DaddyPC> 


Need a main-tuning knob and a "PITCH" knob for 
this working but sad SX-96. Tuning knob skirt is 
broken. Anyone? Please? 


73 DE Dave AB5S 


From arc5 at ix.netcom.com Thu Mar 19 13:37:47 2015 
From: arc5 at ix.netcom.com (David Stinson) 

Date: Thu, 19 Mar 2015 12:37:47 -0500 

Subject: [BoatAnchors] Hallicrafters SX-96 Kuuuh-Nobbs 
Message-ID: <Q6A92494C9E640CC93E14CC72BO2CE9F@DaddyPC> 


OOPS... forgot the photo link: 
http: //home.netcom.com/~arc5/SX-96. jpg 


From arc5 at ix.netcom.com Thu Mar 19 13:39:27 2015 
From: arc5 at ix.netcom.com (David Stinson) 

Date: Thu, 19 Mar 2015 12:39:27 -0500 

Subject: [BoatAnchors] Aircrat Radio Headset Earmuffs. 
Message-ID: <CC129CO4D1FD438F926EE12F2EF8A7A8@DaddyPC> 


Does anyone recognize this aircraft headset: 


http: //home.netcom.com/~arc5/aircraftheadset. jpg 


The earmuffs are dry and crumbly. Anyone know 
if replacements can be found? Thanks. 


73 DE Dave AB5S 


From garygarlic at earthlink.net Thu Mar 19 16:30:56 2015 
From: garygarlic at earthlink.net (Gary Woods) 

Date: Thu, 19 Mar 2015 16:30:56 -0400 

Subject: [BoatAnchors] Aircrat Radio Headset Earmuffs. 
In-Reply-To: <CC129C04D1FD438F926EE12F2EF8A7A8@DaddyPC> 
References: <CC129CQO4D1FD438F926EE12F2EF8A7A8@DaddyPC> 
Message-ID: <sccmga5lfegvoourb4611sm5ne4r3jnof4@4ax.com> 


On Thu, 19 Mar 2015 12:39:27 -0500, you wrote: 
>Does anyone recognize this aircraft headset: 


I have a pair; IIRC, they were Air Force issue and mine were 4-ohm, so when 
I plugged it into the ARC-38 I could hear fine, but the pilot couldn't 
listen in! Mine are equally beat up, but they came by it honorably. 


Gary Woods AKA K2AHC- PGP key on request, or at home.earthlink.net/~garygarlic 
Zone 5/4 in upstate New York, 1420' elevation. NY WO G 


From wbQeq at yahoo.com Thu Mar 19 19:18:36 2015 

From: wbQeq at yahoo.com (John Sehring) 

Date: Thu, 19 Mar 2015 23:18:36 +0000 (UTC) 

Subject: [BoatAnchors] S-meter readings. 

Message-ID: <1821600455.1115541 .1426807116093. JavaMail. yahoo@mail.yahoo.com> 


There is a much easier & more accurate way of "calibrating" the s-meter of any 
radio. 


All it takes is an attenuator. They usually have steps of 1, 2, 4, 6, 10, 20, 
etc. dB of attention. Most versitile types use slide switches to select any 
combination of att. you need. 

Use a reasonably stable, well-shielded HF signal generator for the input signal. 


Now let's bear in mind that this will give relative readings only. I.e. you'll 
know what changes the "steps" of your s-meter actually mean. 


For absolute calibration, you'll need a an accurately calibrated signal generator, 
e.g. URM-25D or other MIL-type genny. 


Also Motorola T-1034, -1035, -1036 and Motorola S131*. They uses a barretter-type 
bridge circuit for self calibration of output levels. These are really VHF type 
generators, start at 25 MHz & on up. But that makes no diff for our purposes. 

The also go down to 0.1 uV @ 50 ohms. 


All are heavily filtered to minimize RF leakage from spoiling measurements. 


--John Sehring VE6EQR-WBOEQ nr Calgary, Alberta, Canada 


From jgillespie at porchlight.ca Fri Mar 20 10:05:19 2015 
From: jgillespie at porchlight.ca (J Gillespie) 

Date: Fri, 20 Mar 2015 10:05:19 -0400 

Subject: [BoatAnchors] RBM-5 Receiver recap 

Message-ID: <41DAAQ3CFA934E1C82C48B3BFFEB53B8@xpuser716b2b38> 


Thanks for the suggestions regarding how to handle leaking, 011 filled paper caps. 
The red rubber that is dissolving at the canned capacitor terminals, appears to 
have originally been a rubber grommet spacer that isolated the terminal rivets and 
washers from contacting the can material. Once heated, the terminals can easily 
be moved around and a short to the can is very highly possible. In order to 
rebuild the terminals, I will need to locate hollow rivets. I have a source for 
fibre washers. Does anyone now a good source for hollow tubular rivets ? 


From toldlens1 at ix.netcom.com Fri Mar 20 11:50:30 2015 
From: 1oldlens1 at ix.netcom.com (Richard Knoppow) 

Date: Fri, 20 Mar 2015 08:50:30 -0700 

Subject: [BoatAnchors] RBM-5 Receiver recap 

In-Reply-To: <41DAA03CFA934E1C82C48B3BFFEB53B8@xpuser716b2b38> 
References: <41DAAQ3CFA934E1C82C48B3BFFEB53B8@xpuser716b2b38> 
Message-ID: <550C41C6.9010404@ix.netcom.com> 


I had the same problem with an RCA AR-88 I rebuilt not long ago. 
The seals on all the oil-filled paper caps had disintegrated and left 
the oil on the bottom plate. The filter cap, also an oil-filled paper 
cap, has not leaked and is still good. I tried unsoldering the covers 
of the bathtubs but could not so I replaced the caps using terminal 
strips mounted using the screws from the bathtubs. This is not very 
authentic but works. I used polypropylene caps. The paper caps in the 
cans most were fairly good, a surprise. The seals on these were also 


some red material. I don't think it was rubber unless it was some sort 
of neoprene or other synthetic. Rubber and oil do not get along. 

These caps are seventy or more years old and who knows how long they 
lasted before starting to leak. The oil may be one of the Askarels used 
as capacitor and transformer oil at the time. These are considered to 
be carcinogens so try to avoid contact with them and wash off any that 
gets on you. I think the problem may be with chronic exposure rather 
than a one-time or occasional one. 

If you must use the original cans perhaps the seals can be 
replaced by slipping some shrink tubing over them and then mounting them 
in the holes using epoxy cement to form a new bead and insulator. You 
would not need to find obscure parts and it would look reasonably 
authentic. 


On 3/20/2015 7:05 AM, J Gillespie via BoatAnchors wrote: 

> Thanks for the suggestions regarding how to handle leaking, oil filled paper 
caps. The red rubber that is dissolving at the canned capacitor terminals, 
appears to have originally been a rubber grommet spacer that isolated the terminal 
rivets and washers from contacting the can material. Once heated, the terminals 
can easily be moved around and a short to the can is very highly possible. In 
order to rebuild the terminals, I will need to locate hollow rivets. I have a 
source for fibre washers. Does anyone now a good source for hollow tubular 
rivets ? 

BoatAnchors mailing list 

BoatAnchors at theporch.com 

https: //minime.theporch.com/mailman/listinfo/boatanchors 


Richard Knoppow 
1oldlens1 at ix.netcom.com 
WB6KBL 


From ebjr37 at charter.net Fri Mar 20 12:06:39 2015 

From: ebjr37 at charter.net (Sandy Blaize) 

Date: Fri, 20 Mar 2015 11:06:39 -0500 

Subject: [BoatAnchors] RBM-5 Receiver recap 

In-Reply-To: <550C41C6.9010404@ix.netcom. com> 

References: <41DAA03CFA934E1C82C48B3BFFEB53B8@xpuser716b2b38> 
<550C41C6.9010404@ix.netcom.com> 

Message-ID: <550C458F .3030301@charter.net> 


I too had an AR-88 withsame problem, but didn't keep the bathtub 
"cans"! Too much of a mess to clean up. 


I had an RBM (2-20 mhz model?) and it was a fairly good performer. Nice 
radio, fairly stable, mechanics good, but not a top of the line 
performer like the AR-88! I eventually sold the AR-88 at a hamfest as I 
was getting too damned old to handle heavy radios! I solda 

nice Henry 2K console (the one with 3-400 tubes) for same reason. It was 
good amp, BUT the blower is totally inadequate! 


You will enjoy the RBM! 


73 
Sandy W5TVW 


(My "King" of Navy military radios is STILL the old RAL-7! Antique, but 
stable, reliable, and an excellent CW receiver considering when it was 
designed!) 


On 3/20/2015 10:50 AM, Richard Knoppow via BoatAnchors wrote: 

I had the same problem with an RCA AR-88 I rebuilt not long ago. The 
seals on all the oil-filled paper caps had disintegrated and left the 
oil on the bottom plate. The filter cap, also an oil-filled paper 
cap, has not leaked and is still good. I tried unsoldering the 
covers of the bathtubs but could not so I replaced the caps using 
terminal strips mounted using the screws from the bathtubs. This is 
not very authentic but works. I used polypropylene caps. The paper 
caps in the cans most were fairly good, a surprise. The seals on 
these were also some red material. I don't think it was rubber unless 
it was some sort of neoprene or other synthetic. Rubber and oil do 
not get along. These caps are seventy or more years old and who 
knows how long they lasted before starting to leak. The oil may be 
one of the Askarels used as capacitor and transformer oil at the 
time. These are considered to be carcinogens so try to avoid contact 
with them and wash off any that gets on you. I think the problem may 
be with chronic exposure rather than a one-time or occasional one. 

If you must use the original cans perhaps the seals can be 
replaced by slipping some shrink tubing over them and then mounting 
them in the holes using epoxy cement to form a new bead and 
insulator. You would not need to find obscure parts and it would look 
reasonably authentic. 


VV VV VV VV VV VV VV VV VV VV VV WV 


On 3/20/2015 7:05 AM, J Gillespie via BoatAnchors wrote: 

>> Thanks for the suggestions regarding how to handle leaking, oil 

>> filled paper caps. The red rubber that is dissolving at the canned 
>> capacitor terminals, appears to have originally been a rubber grommet 
>> spacer that isolated the terminal rivets and washers from contacting 


>> the can material. Once heated, the terminals can easily be moved 

>> around and a short to the can is very highly possible. In order to 
>> rebuild the terminals, I will need to locate hollow rivets. I have a 
>> source for fibre washers. Does anyone now a good source for hollow 
>> tubular rivets ? 

>> BoatAnchors mailing list 

>> BoatAnchors at theporch.com 

>> https://minime.theporch.com/mailman/listinfo/boatanchors 


From gumbear at pacbell.net Fri Mar 20 13:25:43 2015 

From: gumbear at pacbell.net (Arden Allen) 

Date: Fri, 20 Mar 2015 10:25:43 -0700 

Subject: [BoatAnchors] RBM-5 Receiver recap 

In-Reply-To: <550C458F .3030301@charter.net> 

References: <41DAA03CFA934E1C82C48B3BFFEB53B8@xpuser716b2b38> 
<550C41C6.9010404@ix.netcom.com> <550C458F .3030301@charter.net> 
Message-ID: <837FDDCA456A482CAB7C3336829772A5QKB6NAX> 


So aaeicee et was getting too damned old to handle heavy radios! ........ 


I'm past that age, my back reminds me every day. But I too tackled 
re-stuffing bathtub caps and gave up because it was such a hassle. That 
stopped my progress on a BC-242 restoration, a receiver I can still pick up. 
Maybe I'll get back to it before it's too late. What I dreamed up to 
replace the bathtub caps was to cut two rectangular pieces of circuit board 
material (G-10, FR4, whatever) that fit over the bathtub mounting holes. I 
drill holes for the mounting screws through both circuit boards and holes 
for the bathtub terminals through one of the boards. I countersink the 
terminal board for 3-48 flat head screws. I install 3/4 inch long brass 
screws in the one board and then mount the two boards on the chassis, the 
board with screw terminals over the plain board which isolates the terminals 
from the chassis. With the screw terminals in the exact same location as 
the original bathtub cap terminals no changes to the wiring harness need be 
made. I connect the wiring harness and then mount the capacitors. For 
bathtub caps with side terminals I mount the terminal boards on L brackets 
fashioned from the aluminum stuff from the hardware store. I mount the 
Capacitors on he opposite side of the board from the wiring harness. To 
make neat countersunk holes you can order an 82 degree countersink from 
McMaster-Carr along with the 3-48 screws and FR4 that your local helpful 
hardware store does not have. All in all it's still plenty of work but it 
goes smoothly. 


Arden Allen 


KB6NAX 


He who is cruel to animals becomes 
hard also in his dealings with men. 
We can judge the heart of a man by 
his treatment of animals. 

?Immanuel Kant 


From 1oldlensi at ix.netcom.com Fri Mar 20 13:57:13 2015 

From: 1oldlens1 at ix.netcom.com (Richard Knoppow) 

Date: Fri, 20 Mar 2015 10:57:13 -0700 

Subject: [BoatAnchors] RBM-5 Receiver recap 

In-Reply-To: <837FDDCA456A482CAB7C3336829772A5@KB6NAX> 
References: <41DAAQ3CFA934E1C82C48B3BFFEB53B8@xpuser716b2b38> 
<550C41C6.9010404@ix.netcom.com> <550C458F .3030301@charter.net> 
<837FDDCA456A482CAB7C3336829772A5@KB6NAX> 

Message-ID: <550C5F79.10105@1ix.netcom. com> 


Using pieces of circuit board is a good idea. I used terminal 
strips but had to cut them to get them to fit the original mounting 
holes. Also, the bathtub caps in the AR-88 are the kind with the 
terminals on one side so I had to extend the leads in a couple of 
places. In others I just mounted the caps direct, point-to-point. They 
are so small that its easy to get them in. 


On 3/20/2015 10:25 AM, Arden Allen via BoatAnchors wrote: 
Dt und cae Os was getting too damned old to handle heavy radios! ........ 


I'm past that age, my back reminds me every day. But I too tackled 
re-stuffing bathtub caps and gave up because it was such a hassle. 
That stopped my progress on a BC-242 restoration, a receiver I can 
still pick up. Maybe I'll get back to it before it's too late. What I 
dreamed up to replace the bathtub caps was to cut two rectangular 
pieces of circuit board material (G-10, FR4, whatever) that fit over 
the bathtub mounting holes. I drill holes for the mounting screws 
through both circuit boards and holes for the bathtub terminals 
through one of the boards. I countersink the terminal board for 3-48 
flat head screws. I install 3/4 inch long brass screws in the one 
board and then mount the two boards on the chassis, the board with 
screw terminals over the plain board which isolates the terminals from 
the chassis. With the screw terminals in the exact same location as 
the original bathtub cap terminals no changes to the wiring harness 
need be made. I connect the wiring harness and then mount the 
capacitors. For bathtub caps with side terminals I mount the terminal 
boards on L brackets fashioned from the aluminum stuff from the 
hardware store. I mount the capacitors on he opposite side of the 


VV VV VV VV VV VV VV VV VV OV 


Arden Allen 
KB6NAX 


He who is cruel to animals becomes 
hard also in his dealings with men. 
We can judge the heart of a man by 
his treatment of animals. 

?Immanuel Kant 


BoatAnchors mailing list 
BoatAnchors at theporch.com 


VVWVVV VV VV VV VV VV VV 


Richard Knoppow 
1oldlens1 at ix.netcom.com 
WB6KBL 


board from the wiring harness. To make neat countersunk holes you can 
order an 82 degree countersink from McMaster-Carr along with the 3-48 
screws and FR4 that your local helpful hardware store does not have. 
All in all it's still plenty of work but it goes smoothly. 


https: //minime.theporch.com/mailman/listinfo/boatanchors 


From zengmeiste at aol.com Fri Mar 20 16:11:02 2015 


From: zengmeiste at aol.com (Jammer) 
Date: Fri, 20 Mar 2015 16:11:02 -0400 


Subject: [BoatAnchors] 3-18 Estate Sales - humour 

In-Reply-To: <mailman.47.1426786812.278.boatanchors@theporch.com> 
References: <mailman.47.1426786812.278.boatanchors@theporch. com> 
Message-ID: <14c38c£771c-1eec-121cf@webprd-m66.mail.aol.com> 


estate sales? 


gee, nuthin' ever happens in / near Chicago. 
of us, can't get to them places you mention. 


a Dear Santa Claus list, or does one 


already exist? my birthday's coming up soon... 


73 de KC9KEL Terry Bakowski 


I, and many 
perhaps we could have something like 


HIHI. 


From kd5byb at kd5byb.net Fri Mar 20 17:18:53 2015 


From: kd5byb at kd5byb.net (Ben Hall) 
Date: Fri, 20 Mar 2015 16:18:53 -0500 
Subject: [BoatAnchors] RBM-5 Receiver recap 
In-Reply-To: <550C5F79.10105@ix.netcom. com> 


References: <41DAAQ3CFA934E1C82C48B3BFFEB53B8@xpuser716b2b38> 
<550C41C6.9010404@ix.netcom.com> <550C458F .3030301@charter.net> 
<837FDDCA456A482CAB7C3336829772A5@QKB6NAX> <550C5F79.10105@ix.netcom. com> 

Message-ID: <550C8EBD.7020706@kd5byb.net> 


Hey gang, 


On my RBA, I also had the physically an electrically-leaky, red-goop 
sealed bathtubs. For it, I used terminal strips. If I "toed in" the 
mounting legs of the terminal strips, they'd match up with the original 
bathtub holes. 


On my BC-229, I used terminal strips to replace the very leaky bathtubs 
located under the chassis. The terminal strips did not match the 
original bathtub mounting holes, and I couldn't "toe in" them enough, so 
I had to drill one new hole per terminal strip. (this is not a museum 
piece) 


For the bathtubs on the top of the chassis that stick thru the chassis 
with connections under the chassis...I cut these open and installed 
modern caps. It is a lot of work, but I didn't really see any way 
around it given the configuration of the 229. 


On 3/20/2015 12:57 PM, Richard Knoppow via BoatAnchors wrote: 

> Using pieces of circuit board is a good idea. I used terminal 
> strips but had to cut them to get them to fit the original mounting 
> holes. 


I'm going to give this a shot next time. Sounds like it would be a lot 
less work than restuffing the originals, plus they could be used ina 
situation where the cap itself must be on top of the chassis, with the 
terminal stinking thru the chassis. This might require threaded rod 
vice flat-head screws. 


On the RU's I've got that are close to museum...well...I'll take the 
time to restuff the originals if they are leaky. 


One note about countersinking FR-4 / G-10. If you're going to do a lot 
of it...you'll need a carbide tool. Steel tools wear out quickly. 
Learned this countersinking all those 4-pin adapter boards. :) 


Thankfully, carbide tools (made in the USA!) can be found on ePay for 
$10 or less shipped. 


thanks much and 73, 
ben, kd5byb 


From 1oldlensi at ix.netcom.com Fri Mar 20 18:20:02 2015 

From: 1oldlens1 at ix.netcom.com (Richard Knoppow) 

Date: Fri, 20 Mar 2015 15:20:02 -0700 

Subject: [BoatAnchors] RBM-5 Receiver recap 

In-Reply-To: <550C8EBD.7020706@kd5byb. net> 

References: <41DAA03CFA934E1C82C48B3BFFEB53B8@xpuser716b2b38> 
<550C41C6.9010404@ix.netcom.com> <550C458F .3030301@charter.net> 
<837FDDCA456A482CAB7C3336829772A5@KB6NAX> <550C5F79.10105@ix.netcom. com> 
<550C8EBD.7020706@kd5byb. net> 

Message-ID: <550C9D12.2000505@ix.netcom.com> 


I could not find any the right size either. I cut the terminal 
strips in half leaving one L at the ends to fasten to the chassis. 
There is a small gap beween sections. I don't like this from a neatness 
standpoint. If I had longer terminal strips I could have cut them and 
cemented the free ends. I like the idea of using pieces of circuit 
board better and wish I had though of it. One of these days I am going 
to have to re-cap one of my SP-600-JX s These have bathtub type 
electrolytics in them. I have attempted in the past to restuff these 
guys but am not good at it and its a lot of rather messy and smelly 
work. No one sees under the chassis anyway. If the replacement is done 
neatly and works its OK with me. 


On 3/20/2015 2:18 PM, Ben Hall via BoatAnchors wrote: 
Hey gang, 


On my RBA, I also had the physically an electrically-leaky, red-goop 
sealed bathtubs. For it, I used terminal strips. If I "toed in" the 
mounting legs of the terminal strips, they'd match up with the 
original bathtub holes. 


On my BC-229, I used terminal strips to replace the very leaky 
bathtubs located under the chassis. The terminal strips did not match 
the original bathtub mounting holes, and I couldn't "toe in" them 
enough, so I had to drill one new hole per terminal strip. (this is 
not a museum piece) 


For the bathtubs on the top of the chassis that stick thru the chassis 
with connections under the chassis...I cut these open and installed 
modern caps. It is a lot of work, but I didn't really see any way 
around it given the configuration of the 229. 


VV VV VV VV VV VV VV VV OV 


Richard Knoppow 
1oldlens1 at ix.netcom.com 
WB6KBL 


From arc5 at ix.netcom.com Sat Mar 21 09:15:23 2015 
From: arc5 at ix.netcom.com (David Stinson) 

Date: Sat, 21 Mar 2015 08:15:23 -0500 

Subject: [BoatAnchors] Estate Sales 3-21 

Message-ID: <8A9DE068E7D24502B33E773BC9593DCE@DaddyPC> 


Branson, MO area. For the Heathkit fans: 
http: //fayar.craigslist.org/ele/4940776753.htm1 


Tucson, AZ 
http: //tucson.craigslist.org/gms/4939929033.htm1 


Phoenix, AZ 
http: //phoenix.craigslist.org/evl/ele/4941775222.htm1 


Fort Myers, FL 
http: //fortmyers.craigslist.org/lee/gms/4939814004.htm1 


ART-13 and stuff, San Jose, CA. 
http: //sfbay.craigslist.org/sby/clt/4940993555. html 


Not mine, don't know them, FYI only etc. 


From kd5byb at kd5byb.net Sat Mar 21 17:31:52 2015 
From: kd5byb at kd5byb.net (Ben Hall) 

Date: Sat, 21 Mar 2015 16:31:52 -0500 

Subject: [BoatAnchors] TCS-12 part 1 

In-Reply-To: <8A9DEQ68E7D24502B33E773BC9593DCE@DaddyPC> 
References: <8A9DEQ068E7D24502B33E773BC9593DCE@DaddyPC> 
Message-ID: <550DE348.7070101@kd5byb.net> 


Evening all, 


This is not the TCS I just received, but one I bought at the Huntsville 
Hamfest last year. 


Checked tubes, three had open heaters. In went used-checked-good ones 

to replace them. A scan for mods and other defects showed a 2K resistor 
that replaced a 1.5k unit and a @.01uF disc cap across the phone 

terminals. No bathtubs leaking oil, no other hacks, everything looked good. 


Applied heater power, got right at 1 amp which was correct. Ramped up 
B+ to about 200 VDC, noted about 75 mA current which is around what the 
manual says, and started fooling with it. Deaf as a rock. But, as I'm 


tuning around, I get these sudden loud bursts of noise from the speaker. 

I look up at the PS and when these noises happen when I'm tuning 
around, the current pegs at 200 mA. Yikes! I do it again, this time 
looking at the tuning cap. I see little sparks in the middle section of 
the tuning cap. 


A ha says I! I disconnect power and look at that section. It's just 
flopping around. Oh boy, this ain't good. If the tuning cap is 
broke...this probably just became a parts donor set. But...then I 
notice that a bolt is missing that connects the top part of the stator 
to the tuning cap frame. 


That missing bolt is letting the top of the tuning cap flop around. So 
I remove the two screws that attach the insulator from the frame, get a 
10-32 screw from the garage, and reassemble. It takes a little bit of 
time to center the stator plates in the middle of the rotor plates. 
Once I've got it, I tighten it down and check the alignment. All 
remains good. :) 


So I power it up again. Ah ha! It now works like a radio. But band 1 
is dead. Disconnect power and use drops of Deoxit on the contacts. 
Power it back up, still no band 1, but I notice if I rotate the 
bandswitch really slowly into band 1, it now works. :) 


All three bands now work, but sensitivity sucks. I suspect it will need 
realignment at some point because I'm sure I don't have the tuning cap 
stator in the same place as when it was last aligned. 


I also need to figure out why the BFO isn't working. 
More news as events warrant. :) 


thanks much and 73, 
ben, kd5byb 


From n7xrk at cox.net Sat Mar 21 20:33:17 2015 
From: n7rk at cox.net (Dave Hollander) 

Date: Sat, 21 Mar 2015 17:33:17 -0700 

Subject: [BoatAnchors] Estate Sales 3-21 
In-Reply-To: <6DHc1q00TO3BXh301DHrGV> 
References: <6DHc1qQ00TO3BXh301DHrGV> 
Message-ID: <550EQDCD.6040903@cox.net> 


The Phoenix ad is sure a descriptive one!! 


Not to mention he is nearly 50 miles from Phoenix. 


Dave N7RK 


From wwatson5 at sbcglobal.net Sun Mar 22 02:21:36 2015 

From: wwatson5 at sbcglobal.net (William Watson) 

Date: Sun, 22 Mar 2015 06:21:36 +0000 (UTC) 

Subject: [BoatAnchors] TMC GPR-90 Cabinet 

Message-ID: <359116996.112858 .1427005296328. JavaMail. yahoo@mail.yahoo.com> 


I suspect this is a waste of bandwidth, but I have to ask. 

Does anybody have a cabinet for a TMC GPR-90 that you would sell? 
Thanks. 

JoeW5WBR 


From gsantacanav at gmail.com Sun Mar 22 10:27:09 2015 
From: gsantacanav at gmail.com (Guido Santacana) 

Date: Sun, 22 Mar 2015 10:27:09 -0400 

Subject: [BoatAnchors] TCS-12 part 1 

In-Reply-To: <550DE348.7070101@kd5byb.net> 

References: <8A9DEQ68E7D24502B33E773BC9593DCE@DaddyPC> 
<550DE348.7070101@kd5byb.net> 

Message-ID: <C13B2CE1-E40A-48E1-8DCD-4627AD5D1BB9@gmail . com> 


The last TCS that I worked on was a very dirty unit that required a lot of elbow 
grease. A lot of caps had to be replaced. The worst problem was related to the 
trimmer caps in the RF and Ant sections. When I tried to adjust them, a tension 
ring that avoids horizontal movement of the rotor and maintains the correct 
distance of the rotor/stator plates, snapped. It was a headache to get the correct 
position for rotor/stator plates again. Just a note. 


73s 


Guido Santacana KP4FAR 
Sent from my iPad 


On Mar 21, 2015, at 5:31 PM, Ben Hall via BoatAnchors <boatanchors at 
theporch.com> wrote: 


> Evening all, 

> 

> This is not the TCS I just received, but one I bought at the Huntsville Hamfest 
last year. 

> 

> Checked tubes, three had open heaters. In went used-checked-good ones to 
replace them. A scan for mods and other defects showed a 2K resistor that 
replaced a 1.5k unit and a 0.Q01uF disc cap across the phone terminals. No 
bathtubs leaking 011, no other hacks, everything looked good. 


> 
> Applied heater power, got right at 1 amp which was correct. Ramped up B+ to 
about 200 VDC, noted about 75 mA current which is around what the manual says, and 
started fooling with it. Deaf as a rock. But, as I'm tuning around, I get these 
sudden loud bursts of noise from the speaker. I look up at the PS and when these 
noises happen when I'm tuning around, the current pegs at 200 mA. Yikes! I do it 
again, this time looking at the tuning cap. I see little sparks in the middle 
section of the tuning cap. 
> 
> A ha says I! I disconnect power and look at that section. It's just flopping 
around. Oh boy, this ain't good. If the tuning cap is broke...this probably just 
became a parts donor set. But...then I notice that a bolt is missing that 
connects the top part of the stator to the tuning cap frame. 
> 
> That missing bolt is letting the top of the tuning cap flop around. So I remove 
the two screws that attach the insulator from the frame, get a 10-32 screw from 
the garage, and reassemble. It takes a little bit of time to center the stator 
plates in the middle of the rotor plates. Once I've got it, I tighten it down and 
check the alignment. All remains good. :) 
> 
> So I power it up again. Ah ha! It now works like a radio. But band 1 is dead. 
Disconnect power and use drops of Deoxit on the contacts. Power it back up, still 
no band 1, but I notice if I rotate the bandswitch really slowly into band 1, it 
now works. :) 
> 
> All three bands now work, but sensitivity sucks. I suspect it will need 
realignment at some point because I'm sure I don't have the tuning cap stator in 
the same place as when it was last aligned. 
> 

I also need to figure out why the BFO isn't working. 


More news as events warrant. :) 


> 

> 

> 

> 

> thanks much and 73, 

> ben, kd5byb 

eat ee ee a ee ee ee ee 

> BoatAnchors mailing list 

> BoatAnchors at theporch.com 

> https://minime.theporch.com/mailman/listinfo/boatanchors 


From kd5byb at kd5byb.net Sun Mar 22 13:27:04 2015 

From: kd5byb at kdS5byb.net (Ben Hall) 

Date: Sun, 22 Mar 2015 12:27:04 -0500 

Subject: [BoatAnchors] TCS-12 part 1 

In-Reply-To: <C13B2CE1-E40A-48E1-8DCD-4627AD5D1BB9@gmail . com> 
References: <8A9DEQ68E7D24502B33E773BC9593DCE@DaddyPC> 
<550DE348 .7070101@kd5byb.net> 


<C13B2CE1-E40A-48E1-8DCD-4627AD5D1BB9@gmail . com> 
Message-ID: <550EFB68.5020002@kd5byb.net> 


Good morning Guido and list, 


On 3/22/2015 9:27 AM, Guido Santacana wrote: 
> The last TCS that I worked on was a very dirty unit that required a 
> lot of elbow grease. 


This one will as well. There is corrosion here and there and I've 
already had one heck of a time getting all the tube pins to make contact 
with the tube sockets. :( 


> A lot of caps had to be replaced. 


Interestingly...the TCS-5 I'm working on it parallel has capacitors with 
screw terminals. So far, after removing the ring terminals with the 
wires attached, they've all tested xperfectx for value and leakage. 
(which blows my mind) 


The worst 

problem was related to the trimmer caps in the RF and Ant sections. 
When I tried to adjust them, a tension ring that avoids horizontal 
movement of the rotor and maintains the correct distance of the 
rotor/stator plates, snapped. It was a headache to get the correct 
position for rotor/stator plates again. Just a note. 


VV VV VV 


Oh no. I've lived this dream with a BC-348 I've got. The ones in the 
TCS-5 look like the ones in the BC-348. In the 348, I had to remove 
them and did eventually come up with a way to repair them. Can't recall 
if I was super-gluing the split rings or if I was somehow soldering 
them. I sure hope I don't have that problem with this set! That was 
quite a pain in the 348. 


thanks much and 73, 
ben 


From gsantacanav at gmail.com Sun Mar 22 15:09:51 2015 
From: gsantacanav at gmail.com (Guido Santacana) 

Date: Sun, 22 Mar 2015 15:09:51 -0400 

Subject: [BoatAnchors] TCS-12 part 1 

In-Reply-To: <550EFB68.5020002@kd5byb.net> 

References: <8A9DEQ068E7D24502B33E773BC9593DCE@DaddyPC> 
<550DE348.7070101@kd5byb.net> 
<C13B2CE1-E40A-48E1-8DCD-4627AD5D1BB9@gmail . com> 

<550EFB68 .5020002@kd5byb.net> 

Message-ID: <CF1D51B9-634D-4B88-A3C2-91039314A095@gmail .com> 


Hi Ben and list, 


I remember supergluing the split rings but there must be a better way. It was a 
headache. I don't like the sensitivity just yet so have to get back to that one 
again. This one also had a complete set of crystals installed. It's a TCS 13. 
Years ago I had bot the rx and tx units. Eventually the transmitter was restored 
and used for a while. It chirped a little in CW but it was fun.The project at hand 
now is restringing the bandspread dial of my SX28. 


73S 

Guido KP4FAR 

Sent from my iPad 

On Mar 22, 2015, at 1:27 PM, Ben Hall <kd5byb at kd5byb.net> wrote: 


> Good morning Guido and list, 

> 

> On 3/22/2015 9:27 AM, Guido Santacana wrote: 

>> The last TCS that I worked on was a very dirty unit that required a 

>> lot of elbow grease. 

> 

> This one will as well. There is corrosion here and there and I've already had 
one heck of a time getting all the tube pins to make contact with the tube 
sockets. :( 

> 

>> A lot of caps had to be replaced. 

> 

> Interestingly...the TCS-5 I'm working on it parallel has capacitors with screw 
terminals. So far, after removing the ring terminals with the wires attached, 
they've all tested xperfect*« for value and leakage. (which blows my mind) 

> 

>> The worst 

>> problem was related to the trimmer caps in the RF and Ant sections. 

>> When I tried to adjust them, a tension ring that avoids horizontal 

>> movement of the rotor and maintains the correct distance of the 

>> rotor/stator plates, snapped. It was a headache to get the correct 

>> position for rotor/stator plates again. Just a note. 


> Oh no. I've lived this dream with a BC-348 I've got. The ones in the TCS-5 
look like the ones in the BC-348. In the 348, I had to remove them and did 
eventually come up with a way to repair them. Can't recall if I was super-gluing 
the split rings or if I was somehow soldering them. I sure hope I don't have that 
problem with this set! That was quite a pain in the 348. 

> 

> thanks much and 73, 


> ben 


From jgillespie at porchlight.ca Sun Mar 22 15:47:04 2015 
From: jgillespie at porchlight.ca (J Gillespie) 

Date: Sun, 22 Mar 2015 15:47:04 -0400 

Subject: [BoatAnchors] RBM-5 receiver recap 

Message-ID: <49B2484A9CFD4B23AF9D96F6991B2166@xpuser716b2b38> 


Thanks to all the boatanchor group for so many great ideas on how to proceed with 
the re-cap of these leaking oil filled capacitors. I really like Ardens pcb 
material idea and the terminal strip ideas as well. Thanks much ! When 
completed, I really would like to retain the empty cans that stand up on the tube 
side of the chassis, I'd hate to lose that look. I'm thinking of adding a steel 
mounting plate under the existing cans, this I can add a terminal strip to, 
mounting the new caps under the chassis and later bolting the empty cans to the 
tube side of the chassis on top of the new mounting plate. We'll see how all that 
goes, especially if my back holds up.... Yesterday, I measured all the existing 
caps and found most to be well within +20%, but a couple were +100% overspec and 
one was even open. Jumpering in a replacement .5 mf cap improved the audio a 
fair bit. The open cap was used in the output tube, screen circuit. The radio 
plays really well and I am really surprised at the stability on SSB. I have re- 
capped many boatanchor radios including an AR88-LF, usually don't try to restuff 
the cans because I agree... they aren't museum pieces. thanks again john 


From kd5byb at kd5byb.net Sun Mar 22 19:01:55 2015 

From: kd5byb at kd5byb.net (Ben Hall) 

Date: Sun, 22 Mar 2015 18:01:55 -0500 

Subject: [BoatAnchors] TCS-12 Part 2 

In-Reply-To: <C13B2CE1-E40A-48E1-8DCD-4627AD5D1BB9@gmail . com> 
References: <8A9DEQ68E7D24502B33E773BC9593DCE@DaddyPC> 
<550DE348 .7070101@kd5byb. net> 
<C13B2CE1-E40A-48E1-8DCD-4627AD5D1BB9@gmail . com> 

Message-ID: <550F49E3.2030108@kd5byb.net> 


Good evening all, 


Robert WA5CAB noted in a off-list post that it would be a good idea to 
see if the audio and IF were working okay. 


This came at a great time, as I was scratching my head on what to look 
at next after checks of all the main bathtub caps showed them to be 
pristine for leakage and value. (I'm still shocked at this.) The 
resistance table also checked out within 10 to 20% of the table in the 
manual. I was thinking about checking the set against the voltage table 
when I got Robert's e-mail. :) 


So...hooked up the URM-25D to the pair of diode plates (pin 4) in the 


12SQ7 detector and gave it a whirl. Audio sounded good and was quite 
loud into my 600:8 transformer/speaker combination. 


So I reduced the output of the 25D, set it to 455 kHz, and injected at 
pin 4 of the 12SK7 2nd IF tube. Nothing came out of speaker. I rocked 
the tuning on the 25D and at 450 kHz got a good bit of audio out. Looks 
like Z203 needs alignment. 


So I again reduced the output of the 25D and injected at pin 4 of the 

12SK7 1st IF tube. At a slightly different frequency around 450 kHz, 

xplentyx of audio output. Nothing at 455 KHz. So IF transformer Z202 
is also misaligned. 


I didn't check Z201, as I suspect its misaligned too. Next up - an IF 
alignment. This will probably have to wait until later this week. 


thanks much and 73, 
ben, kd5byb 


From arc5 at ix.netcom.com Sun Mar 22 22:48:55 2015 
From: arc5 at ix.netcom.com (David Stinson) 

Date: Sun, 22 Mar 2015 21:48:55 -0500 

Subject: [BoatAnchors] Little Vibrator Supplies 
Message-ID: <549575388B834D4AADCC49B28809F6A0@DaddyPC> 


Fair Radio had these little vibrator supplies for years. 
Did they finally just throw them away? 

If anyone has one they would like to sell or trade, 

I could use a couple more of them. 

http: //home.netcom.com/~arc5/MABSupply. jpg 


73 DE Dave AB5S 


From Paul.Thekan at cpii.com Mon Mar 23 12:20:01 2015 

From: Paul.Thekan at cpii.com (Thekan, Paul) 

Date: Mon, 23 Mar 2015 09:20:01 -0700 

Subject: [BoatAnchors] Dzus Slide Latch Fastner 

Message-ID: <7EC59351BB5C644E80AB7A434394DFFO29BCFE2D97@Torreypines.cpii.com> 


I'm trying to find a vendor source for these fasteners. You've seen them , used to 
lock into place the TU's for the BC 191,s , 375's and a myriad of other 
applications. 


I'm wanting to make shock mounts for my TCX transmitter and I need to find 4 of 
these latches only...that I need the slide portion of the latch to be 3 inches in 
length and not the usual stubby ? inch or there abouts slide latch we usually see 
on the gear. 


I can remember seeing long slide latches like that on test sets or other gear that 
was getting scrapped out but never thought to salvage them. 


Any and all suggestions are welcomed ...as always 


Thank you 
Paul 
N6FEG 


This message, including any attachments, may include privileged, 

confidential and/or inside information. Any distribution or use of this 
communication by anyone other than the intended recipient(s) is strictly 
prohibited and may be unlawful. If you are not the intended recipient, 

please notify the sender by replying to this message and then delete it from your 
system. 


From mike at oldaudio.net Mon Mar 23 12:47:57 2015 

From: mike at oldaudio.net (Mike Durff) 

Date: Mon, 23 Mar 2015 16:47:57 +0000 (UTC) 

Subject: [BoatAnchors] Craigslist items 

Message-ID: <701116644 .935913 .1427129277924. JavaMail. yahoo@mail.yahoo.com> 


I just received this email from the guy who is/was selling all the Heath ham 
radios.?Don't know him, not connected in any way. This is in my neck of the woods 
and I would jump on it, but we are moving to Portland, Maine.He is in the 

Branson /Springfield, MO area. 

Here is the link to the other items we have. ?http://springfield.craigslist.org/ 
ele/4944662480.htm1 


From ajamas.rn at gmail.com Mon Mar 23 14:33:07 2015 

From: ajamas.rn at gmail.com (Katz Ajamas) 

Date: Mon, 23 Mar 2015 14:33:07 -0400 

Subject: [BoatAnchors] Browning preselector 

Message-ID: <CA+kZa5q1c7GS1gaQQfH5ayN20+ssQLIcAZTe09bwi3rGWHSS4g@mail. gmail.com> 


Hi All- 


This is Bob, ah7i/w4, and I am looking for a knob and drive for the dial on 
a Browning Laboratories RF amplifier/Shortwave converter/preselector. 


Is it friction, pinch, ??? 
http://www. browninglabsinc.com/5c833ad0. jpg 
Thanks. 


73, Bob ah7i/w4 


From wb3fau55 at neo.rr.com Mon Mar 23 18:39:05 2015 

From: wb3fau55 at neo.rr.com (wb3fau55 at neo.rr.com) 

Date: Mon, 23 Mar 2015 18:39:05 -0400 

Subject: [BoatAnchors] Dzus Slide Latch Fastner 

In-Reply-To: <7EC59351BB5C644E80AB7A434394DFFO29BCFE2D97@Torreypines.cpil.com> 
Message-ID: <20150323223907.VQILK.167948. root@cdptpa-web07> 


Paul, there are a few places you can try. Your best bet would be McMaster-Carr. 
They have about anything you could imagine in tools and goodies. Russ. 

---- "Thekan wrote: 

> 

> 

> 

> I'm trying to find a vendor source for these fasteners. You've seen them , used 
to lock into place the TU's for the BC 191,s , 375's and a myriad of other 
applications. 

> 

> I'm wanting to make shock mounts for my TCX transmitter and I need to find 4 of 
these latches only...that I need the slide portion of the latch to be 3 inches in 
length and not the usual stubby ? inch or there abouts slide latch we usually see 
on the gear. 

> 

> I can remember seeing long slide latches like that on test sets or other gear 
that was getting scrapped out but never thought to salvage them. 

> 

> Any and all suggestions are welcomed ...as always 

> 

Thank you 

Paul 

N6FEG 


> 
> 
> 
> 
> 
> 
> 


This message, including any attachments, may include privileged, 
confidential and/or inside information. Any distribution or use of this 
communication by anyone other than the intended recipient(s) is strictly 
prohibited and may be unlawful. If you are not the intended recipient, 
please notify the sender by replying to this message and then delete it from 
our system. 

BoatAnchors mailing list 

BoatAnchors at theporch.com 

https: //minime.theporch.com/mailman/listinfo/boatanchors 


VV V VX VV V VV 


From arc5 at ix.netcom.com Mon Mar 23 23:28:37 2015 
From: arc5 at ix.netcom.com (David Stinson) 

Date: Mon, 23 Mar 2015 22:28:37 -0500 

Subject: [BoatAnchors] Estate Sales 3-23 

Message-ID: <1204A42933BF4FCD814D88B2301F5FC6@DaddyPC> 


"Thin Pickin's" today. 


Glenvar/RoanokeVA: 
http: //roanoke.craigslist.org/gms/4945245807 . html 


Santa Ana, CA. Very vague but worth an email: 
http: //orangecounty.craigslist.org/ele/4944184731.htm1 


Cave Creek, AZ, tubes: 
http: //phoenix.craigslist.org/nph/ele/4944071157. html 


Someone in Lacey, WA Frankenradios a National: 
http: //seattle.craigslist.org/oly/clt/4943448737.htm1l 


Not mine, don't know them, FYI etc. 


From talgarth at comcast.net Tue Mar 24 15:12:28 2015 
From: talgarth at comcast.net (Gary Hitchner) 

Date: Tue, 24 Mar 2015 15:12:28 -0400 

Subject: [BoatAnchors] For sale Amperex tube catalog 
Message-ID: <0Q00701d06666$792c0610$6b841230$@net> 


List members, I have a large Amperex tube catalog for sale. This has 
pictures and data for many transmitting tubes, Thyratrons, microwave, and 


Klystrons. Many odd tube types. 


Rev is 9/68. 


Large Green 3 ring binder, overall condition appears very good. 


Some pictures at: 


https: //home.comcast.net/~talgarth/Amperex-1.jpg 


https: //home.comcast.net/~talgarth/Amperex-2.jpg 


https: //home.comcast.net/~talgarth/Amperex-3.jpg 


$15.00 + shipping in a large flat rate box for $17.98. $32.98 total in US. 


E-mail if interested. 


Gary 


WA20MY 


From mike at oldaudio.net Thu Mar 26 18:09:34 2015 

From: mike at oldaudio.net (Mike Durff) 

Date: Thu, 26 Mar 2015 22:09:34 +0000 (UTC) 

Subject: [BoatAnchors] WTB: ON4UN's Low Band DXing 

Message-ID: <373316500. 2457436 .1427407774206. JavaMail. yahoo@mail.yahoo.com> 


Anybody out there have this book gathering dust ?Please contact me off list: 
mikedurff at yahoo.comThanks, Mike, K4TQF 


From franklin6209 at att.net Fri Mar 27 12:39:56 2015 
From: franklin6209 at att.net (Gary Franklin) 
Date: Fri, 27 Mar 2015 12:39:56 -0400 


Subject: [BoatAnchors] Need a Hammarlund IF Transformer 
Message-ID: <551587DC.40909@att.net> 


I am in need of an IF transformer used in an HQ-160. Either T1 or T2 
ee Hammarlund # 38985-1. This is for a 455kc & 3035kc IF. Would 
also consider a parts HQ-160. Please let me know what you have. 


Thanks 
Gary, K8BKB 


From anchor at ec.rr.com Fri Mar 27 13:42:31 2015 
From: anchor at ec.rr.com (Al Parker) 

Date: Fri, 27 Mar 2015 13:42:31 -0400 

Subject: [BoatAnchors] Need a Hammarlund IF Transformer 
In-Reply-To: <551587DC.40909@att.net> 

References: <551587DC.40909@att.net> 

Message-ID: <55159687.9050403@ec.rr.com> 


Hi, 

Have you tried Gary Brown, up in ME? 
<http://tubes_tubes_tubes.tripod.com/tubestubestubes/> 
73, 


Al, W8UT 
www. boatanchors.org 
www. hammarlund. info 


"There is nothing -- absolutely nothing -- half so much 
worth doing as simply messing about in boats" 
Ratty, to Mole 


On 3/27/2015 12:39 PM, Gary Franklin via BoatAnchors wrote: 

> I am in need of an IF transformer used in an HQ-160. Either T1 or T2 
DS lecads Hammarlund # 38985-1. This is for a 455kc & 3035kc IF. Would 
also consider a parts HQ-160. Please let me know what you have. 


Thanks 
Gary, K8BKB 


VVV NV 


From arc5 at ix.netcom.com Sat Mar 28 17:49:10 2015 
From: arc5 at ix.netcom.com (David Stinson) 

Date: Sat, 28 Mar 2015 16:49:10 -0500 

Subject: [BoatAnchors] Anyone Want an S-line? 
Message-ID: <A32C63A04413425F8D12F91960923C33@DaddyPC> 


http: //dallas.craigslist.org/ndf£/ele/4951028482.htm1 


Not mine,etc. 


From arc5 at ix.netcom.com Sat Mar 28 17:57:56 2015 

From: arc5 at ix.netcom.com (David Stinson) 

Date: Sat, 28 Mar 2015 16:57:56 -0500 

Subject: [BoatAnchors] Estate Sales- Omaha, Coram NY, Waterford CA 
Message-ID: <DDD7BE4F1FF74DA4B15ED8C7C54C7917@DaddyPC> 


http: //omaha.craigslist.org/gms/4951022085.htm1 
http: //longisland.craigslist.org/gms/4952596306.htm1 


http: //modesto.craigslist.org/gms/4952709132.htm1 


From arc5 at ix.netcom.com Sat Mar 28 20:47:01 2015 

From: arc5 at ix.netcom.com (David Stinson) 

Date: Sat, 28 Mar 2015 19:47:01 -0500 

Subject: [BoatAnchors] For Johnson and Halli Fan in Michigan 
Message-ID: <48999C3BD1564C96A16692FA249F4EC3@DaddyPC> 


http: //swmi.craigslist.org/ele/4948299793. html 


From kd5byb at gmail.com Sun Mar 29 13:49:12 2015 
From: kd5byb at gmail.com (Ben Hall) 

Date: Sun, 29 Mar 2015 12:49:12 -0500 

Subject: [BoatAnchors] TCS Part 3 

In-Reply-To: <550F49E3.2030108@kd5byb.net> 

References: <8A9DEQ068E7D24502B33E773BC9593DCE@DaddyPC> 
<550DE348 .7070101@kd5byb. net> 
<C13B2CE1-E40A-48E1-8DCD-4627AD5D1BB9@gmail . com> 
<550F49E3 .2030108@kd5byb.net> 

Message-ID: <55183B18.3040709@gmail . com> 


Good afternoon all, 

I'm working on two TCS' in parallel. One is an early, Collins-built 
unit with the four posts instead of handles on the front. The second is 
a later TCS, probably a TCS-12 or 13 IIRC. (it's in the garage at the 


moment) 


I'm back working on the early unit today. Recapping early posts, I 


determined that the resistors and capacitors in this unit were in good 
shape, so I applied power and it was totally deaf. Troubleshooting 
revealed misalignment, so the first order of business today was an IF 
alignment. 


The alignment went easily and quickly per the instructions in the manual. 


I was now rewarded with a Band 1 that would pick up the upper-end AMBC 
stations that were close by. So I proceeded with an RF alignment. 


Band 1 went smoothly and made a nice difference in signals received. 


I proceeded to Band 2. Band 2 was totally dead. Probing around showed 
that the local oscillator was not running. I soon realized that if I 
rocked the bandswitch slowly, I found a place where the osc would run. 
So...I know the bandswitch needs help. I proceeded with the alignment 
and again was rewarded with improvement. 


I proceeded to Band 3. Same problem as Band 2 - LO not running. This 
time, no amount of fiddling with the bandswitch would get the LO to run. 


Looks like the RF sections need to be removed so I can see whats going 
on with the bandswitch. I wonder how much of a pain this is? Not going 
to attempt it today. 


Perhaps I should swap back to the later TCS. :) 


thanks much and 73, 
ben, kd5byb 


From kd5byb at kdS5byb.net Sun Mar 29 13:50:40 2015 
From: kd5byb at kd5byb.net (Ben Hall) 

Date: Sun, 29 Mar 2015 12:50:40 -0500 

Subject: [BoatAnchors] TCS Part 3 

In-Reply-To: <550F49E3.2030108@kd5byb.net> 

References: <8A9DEQ068E7D24502B33E773BC9593DCE@DaddyPC> 
<550DE348 .7070101@kd5byb.net> 
<C13B2CE1-E40A-48E1-8DCD-4627AD5D1BB9@gmail . com> 
<550F49E3 .2030108@kd5byb.net> 

Message-ID: <55183B70.2020009@kd5byb.net> 


Good afternoon all, 


I'm working on two TCS' in parallel. One is an early, Collins-built 
unit with the four posts instead of handles on the front. The second is 
a later TCS, probably a TCS-12 or 13 IIRC. (it's in the garage at the 
moment) 


I'm back working on the early unit today. Recapping early posts, I 
determined that the resistors and capacitors in this unit were in good 
shape, so I applied power and it was totally deaf. Troubleshooting 
revealed misalignment, so the first order of business today was an IF 
alignment. 


The alignment went easily and quickly per the instructions in the manual. 


I was now rewarded with a Band 1 that would pick up the upper-end AMBC 
stations that were close by. So I proceeded with an RF alignment. 


Band 1 went smoothly and made a nice difference in signals received. 


I proceeded to Band 2. Band 2 was totally dead. Probing around showed 
that the local oscillator was not running. I soon realized that if I 
rocked the bandswitch slowly, I found a place where the osc would run. 
So...I know the bandswitch needs help. I proceeded with the alignment 
and again was rewarded with improvement. 


I proceeded to Band 3. Same problem as Band 2 - LO not running. This 
time, no amount of fiddling with the bandswitch would get the LO to run. 


Looks like the RF sections need to be removed so I can see whats going 
on with the bandswitch. I wonder how much of a pain this is? Not going 
to attempt it today. 


Perhaps I should swap back to the later TCS. :) 


thanks much and 73, 
ben, kd5byb 


From kd5byb at kdSbyb.net Sun Mar 29 14:12:21 2015 

From: kd5byb at kd5byb.net (Ben Hall) 

Date: Sun, 29 Mar 2015 13:12:21 -0500 

Subject: [BoatAnchors] Estate clean-up 

In-Reply-To: <55183B18.3040709@gmail .com> 

References: <8A9DEQ68E7D24502B33E773BC9593DCE@DaddyPC> 
<550DE348 .7070101@kd5byb.net> 
<C13B2CE1-E40A-48E1-8DCD-4627AD5D1BB9@gmail . com> 
<550F49E3.2030108@kd5byb.net> <55183B18.3040709@gmail . com> 
Message-ID: <55184085.60303@kd5byb.net> 


Afternoon all, 


I've been occasionally buying SCR-183 equipment off of the e-place. One 
of the sellers noted that he was cleaning out the estate of a relative, 


he had more SCR-183 and related gear and asked if I was interested. 
Having been bit by the SCR-183 / RU-series / GF-series bug, I couldn't 
pass it up. 


The location was about an hour west of me, just outside what was once 
Courtland Army Airfield (now Courtland Airport). The drive from here to 
Courtland is a very scenic one, so it seemed more like a 25 minute 
drive. :) 


CAAF was a training base for WWII pilots and only operated from the 
early 40's to the conclusion of WWII. It then was turned over for 
Civilian use. The estate was a mix of military aircraft parts, military 
(Signal Corps) equipment, and radio repair equipment. The gentleman had 
been a radio/TV repairman up until the 1960's. 


One of the questions asked by the seller was if I thought the equipment 
came out of CAAF. My thoughts - absolutely. There was a significant 
amount of early Signal Corps gear (example: SCR-183), which is the type 
of equipment I would have thought would have been in use at CAAF. CAAF 
was a training base and closed in 1945, so later gear like the ARC-5 
series never made it to CAAF. 


The seller was not a radio guy so we dug around for about three hours 
and I gave him some background on what we found. It was a blast! We 
kept finding interesting things, mostly cool aircraft parts and from 
time to time, some SCR-183 gear. I brought home another BC-229 
receiver, several 229 tuning units, and a collection of BC-230 
transmitter tuning units. Also brought home three SCR-183 dynamotors. 


What was really fun is that while I was digging thru a box marked "old 
tubes," I found a whole pile of aircraft control panels. The seller 
was tickled pink, as while the radio stuff hasn't been going for much, 
the aircraft parts have been selling well. He ended up giving me all 
the tubes I could carry off as he would have never have dug thru the 
tubes. :) 


He also sent me away with a T-67/ARC-3 transmitter. I understand this 
is an early VHF AM transmitter and uses the very cool 832A "septar" 
tube. I've looked at a couple of the conversion articles, but not sure 
I want to commit blasphemy on it yet. ;) 


At this point I usually would say - it's been a busy weekend, can't wait 
to get back to work so I can rest. Unfortunately, there will be no rest 
for me this week, have some general officers coming thru and we're in 
full "“dog-n-pony show" mode. 


thanks much and 73, 
ben, kd5byb 


From gumbear at pacbell.net Sun Mar 29 15:57:56 2015 

From: gumbear at pacbell.net (Arden Allen) 

Date: Sun, 29 Mar 2015 12:57:56 -0700 

Subject: [BoatAnchors] TCS Part 3 

In-Reply-To: <55183B70.2020009@kd5byb.net> 

References: <8A9DEQ68E7D24502B33E773BC9593DCE@DaddyPC> 
<550DE348.7070101@kd5byb.net> 
<C13B2CE1-E40A-48E1-8DCD-4627AD5D1BB9@gmail .com> 
<550F49E3.2030108@kd5byb.net> <55183B70.2020009@kd5byb.net> 
Message-ID: <584376E8C40F4A92897A927CCA399BB8@KB6NAX> 


So aveasens I proceeded to Band 3. Same problem as Band 2 - LO not running. 


Ben, it was some time ago I posted my struggles with getting heavily 
tarnished rotary switches in an oscilloscope to resume reliable contacting. 
Using the usual contact cleaner and lubricant formulas didn't seem to help 
much until I decided that the only safe method would be to just continue 
rotating the switch, back and forth, back and forth, etc. I finally learned 
that silver tarnish is relatively soft and wears away gradually. Obviously, 
a lubricant slows the process but using a lubricant free contact cleaner 
will cause galling of the contacting areas that are free of tarnish. So 
apply lots of patience and just keep a good supply of elbow grease on hand. 


Arden Allen 
KB6NAX 


He who is cruel to animals becomes 
hard also in his dealings with men. 
We can judge the heart of a man by 
his treatment of animals. 

?Immanuel Kant 


From ken at w2krh.com Sun Mar 29 18:29:46 2015 
From: ken at w2krh.com (Ken Hall) 

Date: Sun, 29 Mar 2015 18:29:46 -0400 

Subject: [BoatAnchors] TCS Part 3 

Message-ID: <55187CDA.9010708@w2krh. com> 


Arden/Ben, 


Not sure if you can get this in CA but Contact OL by Wurth 
(www.wurthusa.com) is 

a FANTASTIC electrical contact & connector cleaner. I have 
used it for years and it 

never ceases to amaze me. 


Just my 2 cents, 
Ken 
W2KRH 


> On 3/29/2015 3:57:56 PM, Arden Allen via BoatAnchors 
(boatanchors at theporch.com) wrote: 


De Dis ata ae I proceeded to Band 3. Same problem as Band 2 
- LO not running. 
> > This 


> time, no amount of fiddling with the bandswitch would get 
the LO to run. 


> Ben, it was some time ago I posted my struggles with 
getting heavily 

> tarnished rotary switches in an oscilloscope to resume 
reliable contacting. 

> Using the usual contact cleaner and lubricant formulas 
didn't seem to help 

> much until I decided that the only safe method would be 
to just continue 

> rotating the switch, back and forth, back and forth, etc. 
I finally learned 

> that silver tarnish is relatively soft and wears away 
gradually. Obviously, 

> a lubricant slows the process but using a lubricant free 
contact cleaner 

> will cause galling of the contacting areas that are free 
of tarnish. So 

> apply lots of patience and just keep a good supply of 
elbow grease on hand. 

> 

Arden Allen 
KB6NAX 


> 

> 

> 

> He who is cruel to animals becomes 
> hard also in his dealings with men. 
> We can judge the heart of a man by 
> his treatment of animals. 

> ?Immanuel Kant 


From gumbear at pacbell.net Mon Mar 30 00:15:24 2015 
From: gumbear at pacbell.net (Arden Allen) 

Date: Sun, 29 Mar 2015 21:15:24 -0700 

Subject: [BoatAnchors] TCS Part 3 

In-Reply-To: <55187CDA.9010708@w2krh. com> 

References: <55187CDA.9010708@w2krh. com> 

Message-ID: <3B1FD90F7757454397B2CB6C4F55EC79@KB6NAX> 


S nanos Not sure if you can get this in CA but Contact OL by Wurth 
(www.wurthusa.com) is 

a FANTASTIC electrical contact & connector cleaner. I have 

used it for years and itnever ceases to amaze me. 


Perusing the MSDS (available on the Wurth website) the solvent is naptha and 
the lubricant is mineral oil. Economical stuff and highly flammable. 

Always wait for complete dryout before applying power. Rotating a switch 
that has arcing contacts can set the naptha vapors alight. That's not the 
kind of smoke testing you want ;-) 


Arden Allen 
KB6NAX 


He who is cruel to animals becomes 
hard also in his dealings with men. 
We can judge the heart of a man by 
his treatment of animals. 

?Immanuel Kant 


